


















































































































































































































































3.2.6 Installation of 3- or 4-shelf System (Tower Type)

Expansion Shelf 2
1.

Lift Expansion Shelf 2, attach it to the metal bracket fixed on Expansion Shelf 1, and slide it backwards
until it locks.

ST

T
i\
4

Metal Bracket

2. Secure Expansion Shelf to the metal bracket 2 with 2 screws (B).

Installation of a 3-shelf system is complete. Next, it is necessary to connect the shelves.
If you are installing a 4-shelf system, follow the procedure below before connecting the shelves.
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3.2.6 Installation of 3- or 4-shelf System (Tower Type)

Mounting Expansion Shelf 3

For the 4-shelf system, attach the metal bracket (supplied with Expansion Shelf 3) to Expansion Shelf 2 first.
Then, attach the wall brackets (supplied with the Mounting Kit) to Expansion Shelf 3. After mounting Expansion
Shelf 3 on Expansion Shelf 2, fix Expansion Shelf 3 to the wall.

Expansion Shelf 3

1. Remove the 4 tabs on the top cover of Expansion Shelf 2, by using a flathead screwdriver, as shown below.

Expansion Shelf 2

S~ S

o

2. Fix the metal bracket to Expansion Shelf 2 with 4 screws (B).

Screw (B Metal Bracket

—4
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3.2.6 Installation of 3- or 4-shelf System (Tower Type)

3. Remove the 4 tabs on the top cover of Expansion Shelf 3, by using a flathead screwdriver, as shown below.

4. Fasten the wall brackets loosely to Expansion Shelf 3 with 4 screws (D). (This makes it easy to adjust the
position of the shelves later.)

Screw (D) —E
1
| |

Wall Bracket (Right)
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3.2.6 Installation of 3- or 4-shelf System (Tower Type)

5. Lift Expansion Shelf 3, attach it to the metal bracket fixed on Expansion Shelf 2, and slide it backwards
until it locks.

Metal Bracket
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3.2.6 Installation of 3- or 4-shelf System (Tower Type)

6. Secure Expansion Shelf 3 to the metal bracket with 2 screws (B).

Screw (B)
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Fixing to the Wall
1.
with 4 screws (A).

Notice
metal plates in the wall.

Wall Bracket (Left)

Washer
Screw (A)

3.2.6 Installation of 3- or 4-shelf System (Tower Type)

Install 4 anchor plugs in the wall, using the wall brackets as a template. Fix the wall brackets to the wall

Drive mounting screws into the wall. Be careful to avoid touching any metal laths, wire laths or

When installing anchor plugs in the wall, be careful not to damage or dirty the shelves.

Wall Bracket (Right)

Anchor Plug
c Hammer Anchor Plug
1S 8 mm
AN
©

30 mm
Screw (A) i
Washer N
Wall Bracket
£
£
™
=
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3.2.6 Installation of 3- or 4-shelf System (Tower Type)

2. Check that the shelves are standing exactly vertically. If the upper shelves are leaning slightly to one side,
move Expansion Shelf 3 to adjust the position. (Since the wall brackets are attached loosely to Expansion
Shelf 3, it should be possible to adjust the position of the shelves.)

Then, tighten the screws connecting the wall brackets to Expansion Shelf 3.

Wall Bracket

)

1 F

Expansion
Shelf 3

Iz

b

Shelf installation is complete. Next, it is necessary to connect the shelves.
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3.2.6 Installation of 3- or 4-shelf System (Tower Type)

Connecting Shelves

For a 3- or 4-shelf system, you need to install an optional BUS-M card and BUS-ME card(s) in the Basic Shelf.
To connect the shelves, plug the Bus Cables (supplied with the BUS-M card or BUS-ME card) into the slots
of the BUS-M card. Then, plug the other end of each Bus Cable into the BUS-S card built in to each Expansion
Shelf.

For details about the cards, refer to "3.5.1 BUS-M Card (KX-TDA6110)", "3.5.2 BUS-ME Card
(KX-TDA6111)", and "3.6.1 BUS-S Card".
Note

When installing or removing the BUS-M card, make sure that the DC power supply is turned off.

1. Mount 1 BUS-ME card (for a 3-shelf system), or 2 BUS-ME cards (for a 4-shelf system) on the BUS-M card
as shown below.

BUS-M Card

BUS-ME Card
(for Expansion Shelf 3)

BUS-ME Card
(for Expansion Shelf 2)

Screw

inside

[ornnnang
=1
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3.2.6 Installation of 3- or 4-shelf System (Tower Type)

2. |Insert the BUS-M card along the guide rails in the BUS-M Card Slot (the right-most slot) of the Basic Shelf.

Guide Rail

3. Push the release lever in the direction of the arrow so that the BUS-M card engages securely with the
connector on the back board.

Back Board — —— Release Lever

...... HE ﬁ\

Screws

——=
—rnrc—x
2
—
Snrro—"o
=

(SYeYeYeYaan]

——, C——cC—1 =

ool
Chaiy
oMo

90 Installation Manual



3.2.6 Installation of 3- or 4-shelf System (Tower Type)

5. Plug each Bus Cable into the corresponding port of the BUS-M card in the Basic Shelf. Then, plug the
other end into the BUS-S card in each Expansion Shelf.

Note
When plugging or unplugging the Bus Cables, make sure that the DC power supply is turned off.

Bus Cable
[
0]
]
e
5 /gﬁ [] For Expansion
I Shelf 3
[ e For Expansion
‘ HHM. = Shelf 2
| i B
- g For Expansion
= = Shelf 1
AL

AIE

Installation Manual

91



3.2.6 Installation of 3- or 4-shelf System (Tower Type)

6. Attach the noise shield wires of each Bus Cable to the Basic Shelf and each Expansion Shelf with the
screws of the BUS-M card.

Note
When attaching or removing the noise shield wires, make sure that the DC power supply is turned off.

Screw

Noise Shield Wire
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3.2.7 Installation of 4-shelf System (Side-by-side Type)

3.2.7 Installation of 4-shelf System (Side-by-side Type)

When vertical space is limited, it is possible to install shelves side-by-side. Installing the system using base
stands (supplied with an optional Mounting Kit) makes it easy to reinstall shelves in a different place.

M— Wall Bracket
(Right)

Construction of 4-shelf System (Side-by-side Type)

Wall Bracket
(Left)

Expansion Shelf 1 Expansion Shelf 3

Metal Bracket i %— Metal Bracket

Basic Shelf

Metal Bracket Metal Bracket

Support Bracket

Support Bracket

Base Stand Base Stand
WARNING
Be careful not to drop any components. Dropping components may damage them or cause an
injury.
CAUTION

* Do not block the openings of the shelf. Allow space of at least 10 cm at the sides of the shelf, and 20
cm above the top-mounted shelf.

* Make sure that the surface behind the shelf is flat and free of obstacles, so that the openings on the
back of the shelf will not be blocked.
* Make sure that the surface behind the shelf is not made of wood.

* Make sure to remove the front cover from each shelf before installing the shelves (refer to
"3.2.3 Opening/Closing the Front Cover").
* Do not install any optional service cards or a PSU in the shelves before installation.

* Make sure to install the shelves where the Bus Cable (supplied with a BUS-M card or BUS-ME card)
can reach the shelves.
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3.2.7 Installation of 4-shelf System (Side-by-side Type)

Installing the Basic Shelf and Expansion Shelf 1

To install the Basic Shelf, attach the metal bracket (supplied with the Basic Shelf) to the base stands (supplied
with the optional Mounting Kit) first. Then, install the base stands on the floor and fix the Basic Shelf to it. To

install Expansion Shelf 1, attach the metal bracket (supplied with Expansion Shelf 1) to the Basic Shelf. Then,
mount Expansion Shelf 1 on the Basic Shelf.

Basic Shelf
1. Attach the support brackets to the base stands.

Support Bracket |

Base Stand

Note
If necessary, it is possible to reverse the direction of the base stands as shown below:
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3.2.7 Installation of 4-shelf System (Side-by-side Type)

2. Place the metal bracket on the base stands.

Metal Bracket
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3.2.7 Installation of 4-shelf System (Side-by-side Type)

4. Make 4 holes for anchor plugs on the floor, using the measurements indicated here.

* If the direction of the base stands is reversed, the measurement must be 443.4 mm.
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3.2.7 Installation of 4-shelf System (Side-by-side Type)

5. Install 4 anchor plugs in the holes on the floor.
Then, fasten the base stands to the floor with 4 screws (A).

Screw (A) —E

Washer—é :ﬂ]@Hammer

Anchor Plug

30 mm

Floor

6. Remove the 4 tabs on the top cover of the Basic Shelf, by using a flathead screwdriver, as shown below.
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3.2.7 Installation of 4-shelf System (Side-by-side Type)

7. Lift the Basic Shelf, attach it to the metal bracket, and slide it backwards until it locks.

Wii

S

=L

Metal Bracket

8. Secure the Basic Shelf to the metal bracket with 2 screws (B).
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3.2.7 Installation of 4-shelf System (Side-by-side Type)

Expansion Shelf 1
1. Fix the metal bracket to the Basic Shelf with 4 screws (B).

Screw (B) —? Metal Bracket
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3.2.7 Installation of 4-shelf System (Side-by-side Type)

3. Fasten the wall brackets loosely to Expansion Shelf 1 with 4 screws (D). (This makes it easy to adjust the
position of the shelves later.)

Screw (D) —E
]
| |

Wall Bracket (Left)

Wall Bracket (Right)

A

4. Lift Expansion Shelf 1, attach it to the metal bracket fixed on the Basic Shelf, and slide it backwards until
it locks.

0

Metal Bracket
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3.2.7 Installation of 4-shelf System (Side-by-side Type)

5. Secure Expansion Shelf 1 to the metal bracket with 2 screws (B).

Fixing to the Wall
1. Install 4 anchor plugs in the wall, using the wall brackets as a template. Fix the wall brackets to the wall
with 4 screws (A).

Notice

* Drive mounting screws into the wall. Be careful to avoid touching any metal laths, wire laths or
metal plates in the wall.
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3.2.7 Installation of 4-shelf System (Side-by-side Type)

*  When installing anchor plugs in the wall, be careful not to damage or dirty the shelves.

Wall Bracket (Left)

Washer

Screw (A)
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Anchor Plug

ocooo [T

Wall Bracket (Right)

Wall

62 mm

892 mm

Hammer

Anchor Plug

E— [ferm

30 mm

v

Screw (A)

(o>

Washer

Wall Bracket




3.2.7 Installation of 4-shelf System (Side-by-side Type)

2. Check that the shelves are standing exactly vertically. If the shelves are leaning slightly to one side, move
the base stands to adjust the position. (Since the base stands are attached loosely to the floor, it should
be possible to adjust the position of the shelves.)

Then, tighten the screws connecting the base stands to the floor.

)\
&)

=
Wall
Base Stand # —
[o o]
—
Floor | 95 mmI
! 382 mm I

Installation of the first 2 shelves is complete. Next, install Expansion Shelves 2 and 3 next to the Basic Shelf
and Expansion Shelf 1.
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3.2.7 Installation of 4-shelf System (Side-by-side Type)

Installing Expansion Shelves 2 and 3

Repeat the procedure in "Installing the Basic Shelf and Expansion Shelf 1" for Expansion Shelves 2 and 3.
Expansion Shelves 2 and 3 must be connected to the Basic Shelf using Bus Cables. Therefore, make sure
that Expansion Shelves 2 and 3 are installed so that the Bus Cables can reach the Basic Shelf.

Basic Shelf and Expansion Shelf 1 Expansion Shelves 2 and 3

Shelf installation is complete. Next, it is necessary to connect the shelves.
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3.2.7 Installation of 4-shelf System (Side-by-side Type)

Connecting Shelves

For the 4-shelf system, you need to install an optional BUS-M card and BUS-ME cards in the Basic Shelf. To
connect the shelves, plug the Bus Cables (supplied with the BUS-M card or BUS-ME card) into the slot of the
BUS-M card. Then, plug the other end of each Bus Cable into the BUS-S card built in to each Expansion Shelf.
For details about the cards, refer to "3.5.1 BUS-M Card (KX-TDA6110)", "3.5.2 BUS-ME Card
(KX-TDA6111)", and "3.6.1 BUS-S Card".

Note
When installing or removing the BUS-M card, make sure that the DC power supply is turned off.

1. Mount 2 BUS-ME cards on the BUS-M card as shown below.

2.

BUS-M Card

BUS-ME Card
(for Expansion Shelf 3)

‘%‘\‘\s
/1 &
BUS-ME Card

Ly [ —
\j\ (for Expansion Shelf 2)

Screw

Guide Rail
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3.2.7 Installation of 4-shelf System (Side-by-side Type)

3. Push the release lever in the direction of the arrow so that the BUS-M card engages securely with the
connector on the back board.

Back Board ——— Release Lever

jﬁfpﬁ”tg

......

ﬁ\

Screws

[Srcc=]
e
2
_—=
=
QOO0
C——,C—JC—1 =

oooo
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3.2.7 Installation of 4-shelf System (Side-by-side Type)

5. Plug each Bus Cable into the corresponding port of the BUS-M card in the Basic Shelf. Then, plug the
other end into the BUS-S card in each Expansion Shelf.

Note
When plugging or unplugging the Bus Cables, make sure that the DC power supply is turned off.

Bus Cable
o
(=

For Expansion
Shelf 3
— 0
7] For Expansion
Shelf 2
—O
g For Expansion
© Shelf 1
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3.2.7 Installation of 4-shelf System (Side-by-side Type)

6. Attach the noise shield wires of each Bus Cable to the Basic Shelf and each Expansion Shelf with the
screws of the BUS-M card.

Note
When attaching or removing the noise shield wires, make sure that the DC power supply is turned off.

Screw 4@ -
Noise Shield Wire
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3.2.8 Wall Mounting (KX-TDE600/KX-TDE620)

3.2.8 Wall Mounting (KX-TDE600/KX-TDE620)

Mounting Shelves
WARNING

Make sure that the wall that the shelf will be attached to is strong enough to support the shelf.
If not, it is necessary for the wall to be reinforced.

Only use the wall-mounting equipment (anchor plugs, screws, metal bracket) included with the
PBX.

Be careful not to drop any components. Dropping components may damage them or cause an

injury.

CAUTION

Notice

Do not block the openings of the shelf. Allow space of at least 20 cm above and 10 cm at the sides of
the shelf.

Make sure that the surface behind the shelf is flat and free of obstacles, so that the openings on the
back of the shelf will not be blocked.

Make sure that the surface behind the shelf is not made of wood.

When driving the screws into the wall, be careful to avoid touching any metal laths, wire laths or metal
plates in the wall.

When this product is no longer in use, make sure to detach it from the wall.

When placing the metal bracket, make sure that the "TOP" arrow is pointing upward.

Note

Make sure to remove the front cover from each shelf before installing the shelves (refer to
"3.2.3 Opening/Closing the Front Cover").

Do not install any optional service cards or a PSU in the shelves before installation.

For details about the dimensions and weight of the PBX, refer to "1.3.1 General Description".
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3.2.8 Wall Mounting (KX-TDE600/KX-TDE620)

1.

(A).

Anchor Plug — &
Metal Bracket

Install 4 anchor plugs in the wall, using the metal bracket as a template. Fix the metal bracket with 4 screws
Wal|
a/,

e

Hammer
//,

Anchor Plug
.
30 mm

v

Screw (A)

(o>

——

Metal Bracket

v

Drive the
screw
to this point

——

2. Hook the shelf onto the metal bracket, making sure that the shelf slides down and onto the hooked parts
of the metal bracket. Use 2 screws (B) to fix both sides of the shelf

s Q%

/‘iﬂ

Screw (B)

W\d
/
[— ol
4
Y3)
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3.2.8 Wall Mounting (KX-TDE600/KX-TDE620)

Connecting Shelves

For a multiple shelf system, you need to install an optional BUS-M card and BUS-ME card(s) in the Basic Shelf.
To connect the shelves, plug the Bus Cables (supplied with the BUS-M card or BUS-ME card) into the slots
of the BUS-M card. Then, plug the other end of each Bus Cable into the BUS-S card built in to each Expansion
Shelf.

For a 2-shelf System (Basic Shelf + 1 Expansion Shelf)

It is necessary to install an optional BUS-M card in the Basic Shelf.
For how to connect the shelves, refer to "Connecting Shelves" in "3.2.5 Installation of Basic System or 2-shelf
System (Floor Standing)".

For a 3- or 4- shelf System (Basic Shelf + 2 or 3 Expansion Shelves)

It is necessary to install an optional BUS-M card in the Basic Shelf, and mount 1 BUS-ME card (for a 3-shelf
system), or 2 BUS-ME cards (for a 4-shelf system) on the BUS-M card.

For how to connect the shelves, refer to "Connecting Shelves" in "3.2.6 Installation of 3- or 4-shelf System
(Tower Type)".
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3.2.9 Installing/Replacing the Power Supply Unit

3.2.9 Installing/Replacing the Power Supply Unit

Function
PSU Type Lower/Upper Input Voltage Range Current Input Frequency
Lower: 100 V AC to 130 V AC 25 A" 50 Hz or 60 Hz
PSU-M
Upper: 200 V AC to 240 V AC 1.4 A
Lower: 100 V AC to 130 V AC 51A"
PSU-L
Upper: 200 V AC to 240 V AC 255A

"' When you are installing multiple shelves, make sure that the total ampere rating of all the devices plugged into the AC outlet does
not exceed the ampere rating of either the AC outlet or the breaker.

PSU-M/PSU-L

o 0

Battery Switch —|

Battery Connector

Earth Terminal

AC Inlet

Power Switch __(El @
EO

Accessories and User-supplied Items
Accessories (included): Screws x 4

User-supplied (not included): Earthing wire, Back-up Battery Cable (KX-A228 for PSU-M, or KX-A229 for
PSU-L)

WARNING

* Each PSU complies with Safety Class 1 of IEC60950, EN60950, UL60950, CAN/CSA-C22.2 No.
60950, AS/NZS60950, and GB4943; therefore a protective earth connection exists between the
mains outlet ground and the PSU case. To ensure the PBX chassis is safely grounded, it is
essential that the PSU case be securely fastened to the PBX chassis with the 4 screws provided
with each PSU.

* Never install or replace a PSU during a lightning storm.

* Never install or replace a PSU in wet locations.

* Never install or replace a PSU unless at least 20 s has elapsed after the AC supply and backup
battery supply are disconnected.

Notice

When installing or replacing a PSU, read Important Safety Instructions and Important Information in
this manual carefully, and always follow these guidelines to reduce the risk of fire, electric shock and injury.
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3.2.9 Installing/Replacing the Power Supply Unit

Note

For details about frame earth connection, refer to "3.2.10 Frame Earth Connection".
For details about backup batteries connection, refer to "3.2.11 Backup Battery Connection".

The following procedures are for installing or replacing a PSU only. Do not replace or remove the PSU
for any other purpose.

Installing the Power Supply Unit
1. Insert the PSU along the guide rails.

CAUTION

For safety reasons, do not touch parts in the PSU.

0 10
......
0

——r—7o
=
=
=
=
=
=2
=
0000 FF =
| IT

Guide Rail

Z
/v

2. Push the release lever in the direction of the arrow, so that the PSU engages securely with the connector
on the back board.

Back Board

Release Lever

III\
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3.2.9 Installing/Replacing the Power Supply Unit

3. Turn the 4 screws clockwise, in the order indicated by the numbers 1 to 4, to fix the PSU.

0\9

Screws

Replacing the Power Supply Unit
1. Unplug the AC power cord and Back-up Battery Cable.

—

2. Turn the 4 screws anticlockwise to loosen them.

g
\

Peee BH

=

71 I

&
(&)
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3.2.9 Installing/Replacing the Power Supply Unit

3. Pull the release lever in the direction of the arrow to disconnect the PSU from the back board.

Back Board

Release Lever

4. Replace the PSU.

oo U
R B PSR Ok

0
€Nk

0
: 8
|| S— i
L/ < ¥ Vi
i e

\ —
New PSU Current PSU

5. Follow the steps in "Installing the Power Supply Unit".
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3.2.10 Frame Earth Connection

3.2.10 Frame Earth Connection

1. Loosen the screw. ‘
= e I
2. Insert an earthing wire (user-supplied). Screw |4 L=
3. Tighten the screw. :
4. Connect the earthing wire to earth. \ = 5
5. Repeat steps 1 to 4 for each shelf. = ]
Earthing . Hl=
ere L 58323 ] D
To earth 7 s T
S
f—————g

WARNING

Proper earthing (connection to earth) is very important to reduce the risk to the user of
electrocution or to protect the PBX from the bad effects of external noise in the case of a
lightning strike.

The earthing wire of the AC cable has an effect against external noise and lightning strikes, but

it may not be enough to protect the PBX. A permanent connection between earth and the earth
terminal of each PBX must be made.

CAUTION

L]

Make sure to separately connect the frame of each shelf to a different earth terminal. Do not connect
it to other shelves.

For earthing wire, green-and-yellow insulation is required, and the cross-sectional area of the conductor
must be more than 0.75 mm? or 18 AWG.

Notice

Be sure to comply with applicable local regulations (e.g., laws, guidelines).
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3.2.11 Backup Battery Connection

3.2.11 Backup Battery Connection

The backup batteries and Back-up Battery Cable provide a backup power supply to allow full use of the PBX
in the event of a power failure. In case of power failure, the backup batteries automatically maintain the power
to the PBX without interruption.

User-supplied Items

* Backup Batteries: VRLA (Valve Regulated Lead Acid) 12V DC x 3
* Back-up Battery Cable: KX-A228 (for PSU-M) or KX-A229 (for PSU-L)

WARNING

* There is a danger of explosion if backup batteries are incorrectly replaced. Replace only with
the same or equivalent type recommended by the battery manufacturer. Dispose of used
batteries according to the manufacturer's instructions.

* Make sure that you do not short the backup batteries or cables.

CAUTION
* Make sure that each Back-up Battery Cable is securely fastened to both the backup batteries and the
shelf.

* Make sure that the polarities of the backup batteries and wiring are correct.
* Use the correct type of Back-up Battery Cable for the PSU.

Notice
Be sure to comply with applicable local regulations (e.g., laws, guidelines).

Note

Turn on the battery switch on the PSU only after the installation of the shelves is finished and AC power
is available.

* Itis recommended to connect all installed shelves of the system to backup batteries. Note that backup
batteries cannot provide a backup power supply to any shelves which are not directly connected to the
backup batteries.

The recommended maximum capacity per shelf is 28 Ah, to maintain effective battery charge.

Make sure that the type and capacity of the 3 backup batteries are identical.

The Back-up Battery Cable should not be exposed to direct sunlight. Keep the Back-up Battery Cable
and the backup batteries away from heating appliances and fire. Place the backup batteries in a
ventilated place.

For details about the backup batteries, refer to the manual for the batteries.

Backup Power Supply Duration

The length of time that backup batteries can power the shelves varies depending on the total load figure of the
shelves to which the backup batteries are connected. For how to calculate the load figure from the connected
items, refer to "Load Figure Calculation”.

Examples
. Total Load Figure of the I
Battery Capacity Connected Shelves Backup Power Supply Duration
128 55h
28 Ah
512 3h

" The duration may vary depending on the conditions.
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3.2.11 Backup Battery Connection

Connecting Backup Batteries

There are 2 types of backup batteries connection:
a. Connecting multiple shelves to one set of backup batteries
b. Connecting each shelf to its own set of backup batteries

Connecting Multiple Shelves to One Set of Backup Batteries
1. Turn off the battery switch on the PSU.
2. Connect the Back-up Battery Cables to a set of 3 identical backup batteries.

Battery Switch -
Battery Connector — ¢ =

"-\)
Back-up Battery Cable m

L8|
oy
L3
i
L3
oy

R
) Black

Backup Batteries (VRLA 12V DC x 3)

When connecting backup batteries, make sure to use the same number of Back-up Battery Cables as
the number of installed shelves, even between connected batteries. For example, if 4 shelves are
installed, 4 cables must be attached to each terminal of each battery, as shown above.

If the length of time that power must be maintained after a power failure exceeds the capacity of the
backup batteries, connect additional sets of 3 backup batteries as required.
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3.2.11 Backup Battery Connection

Connecting Each Shelf to Its Own Set of Backup Batteries

1. Turn off the battery switch on the PSU.
2. Connect each Back-up Battery Cable to its own set of 3 identical backup batteries.

Battery Switch __
Battery Connector \L-o ——[_,
Back-up Battery Cable E ’
18|
y

D Al

o B

| -
Fuse —

=

Backup Batteries (VRLA 12V DC x 3)
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3.2.12 Installing/Removing the Optional Service Cards

3.2.12 Installing/Removing the Optional Service Cards
CAUTION

* To protect the back board from static electricity, do not touch parts on the back board in the main unit
and on the optional service cards. To discharge static electricity, touch ground or wear an earthing
strap.

*  When installing or removing the IPCEMPR card, BUS-M card or BUS-S card, the DC power supply
must be turned off.

Note
The optional service cards can be installed or removed while the DC power is supplied.

Installing Optional Service Cards

1. Insert the card along the guide rails.

2 Guide Rail

B S é

2. Holding the card as shown below, push the release lever in the direction of the arrow so that the card
engages securely with the connector on the back board.

Back Board
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3.2.12 Installing/Removing the Optional Service Cards

3. Turn the 2 screws clockwise to fix the card in place.

Note
Make sure the screws are tightened to earth the card securely.
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3.2.12 Installing/Removing the Optional Service Cards

Covering the Blank Slots

CAUTION

Be sure to cover each slot in which no optional service card is installed by using a Blank Slot Cover.

Failure to install the Blank Slot Cover may cause electromagnetic interference.

S o

e FYIEYy

A\
[o]  \ I Yy FYY
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3.2.12 Installing/Removing the Optional Service Cards

Removing the Optional Service Cards

1. Turn the 2 screws anticlockwise to loosen them.

2. Pull the release lever in the direction of the arrow to disconnect the card from the back board. Pull the card
from the shelf to remove it.

Back Board

Release Lever

@\\\\\\\\\\\\\\\\\\\\\llHHllllllIIIllHHHHHHII///III//////////
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3.2.13 Cable Handling

3.2.13 Cable Handling

For safety reasons, do not stretch, bend, or pinch the AC power cord.

Note

Cable Handling for Each Shelf

When cables are connected to the shelf, run the cables to either the right or the left, and then towards the back

of the shelf as shown below.
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3.2.13 Cable Handling

Cable Handling for Connected Shelves

When running connected cables towards the back of the shelves, make sure not to block the opening of each
Fan Guard as shown below.

Fan Guard

Installation Manual 125



3.2.14 Types of Connectors

3.2.14 Types of Connectors

Connector Type Pin Number Used for

«  DHLCB8 (KX-TDA0170)
. SLC8 (KX-TDA0173)
«  CSLC16 (KX-TDA0177)
-1 +  ESLC16 (KX-TDA6174)
-4 «  EMSLC16 (KX-TDA6175)
«  ECSLC24 (KX-TDA6178)

 EMSLC24 (KX-TDA6179)
 ELCOT16 (KX-TDAG181)

(Twisted pair cable)

RJ45 « |PCEMPR

* CSIF4 (KX-TDA0143)

. CSIF8 (KX-TDA0144)

e T1 (KX-TDA0187)

«  E1 (KX-TDA0188)

-1 . BRI4 (KX-TDA0284)

* BRI8 (KX-TDA0288)

*  PRI30 (KX-TDA0290CE/KX-TDA0290CJ)
(Twisted pair cable) *  PRI23 (KX-TDA0290)

* IP-EXT16 (KX-TDA0470)
* IP-GW4E (KX-TDA0484)
* |IP-GW16 (KX-TDA0490)

«  E1(KX-TDA0188)

BNC * PRI30 (KX-TDA0290CE/KX-TDA0290CJ)
1
2
Amphenol 50_25 * DHLCS8 (KX-TDA0170)
Type A Type B + DLC8 (KX-TDA0171)
» *+ DLC16 (KX-TDA0172)
* SLC8 (KX-TDAO0173)
* CSLC16 (KX-TDA0177)
* ESLC16 (KX-TDAB174)
* EMSLC16 (KX-TDAB175)
81 *+ ECSLC24 (KX-TDA6178)
* EMSLC24 (KX-TDA6179)
(Shielded twisted pair * ELCOT16 (KX-TDA6181)
cable) * DID8 (KX-TDA0182)

.+ E&MB8 (KX-TDA0184)
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3.2.14 Types of Connectors

Connector Type Pin Number Used for
10-pin 8-pin 1 * DPH4 (KX-TDA0161)
Terminal Terminal = 1 * DPH2 (KX-TDA0162)
Block Block = = *  EIO4 (KX-TDA0164)
2 | |8
[ [
[0 [0
[0 [0
[ [
[o] [o]
10 8
RS-232C * Basic Shelf (KX-TDE600)
6 1
9 5
(Shielded cable)
Mini Plug " IPCEMPR
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3.2.15 Attaching a Ferrite Core

3.2.15 Attaching a Ferrite Core

A ferrite core must be attached when:

* an RJ45 connector is connected to IPCEMPR, T1, E1, PRI, BRI, IP-GW16 or IP-EXT16 cards, or
* an Amphenol connector is connected to an extension card.
The ferrite core is included with the card.

Note

In Canada, the ferrite core is not necessarily required for the T1 and PRI23 cards.

Attaching to an RJ45 Connector
For the IPCEMPR Card

Wrap the cable once around the ferrite core, then close the case of the ferrite core. Attach the ferrite core 3
cm away from the connector. The ferrite core is included with the PBX.

For T1/E1/PRI/IP-GW16/IP-EXT16 Cards

Wrap the cable once around the ferrite core, then close the case of the ferrite core. Attach the ferrite core 5
cm away from the connector. The ferrite core is included with the card.
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3.2.15 Attaching a Ferrite Core

For a BRI card
Attach the ferrite core, then close the case of the ferrite core. Attach the ferrite core as close to the card's
connector as possible. The ferrite core is included with the card.

When only 1 or 2 cables are used for connection, wrap the

When 3 or 4 cables are used for connection, simply pass the
cables through the ferrite core.

Note
For every 4 cables, use 1 ferrite core; a ferrite core holds a maximum of 4 cables.

Attaching to an Amphenol Connector

For Extension Cards
Pass the cable through the ferrite core, then close the case of the ferrite core. Attach the ferrite core 3 cm away
from the connector. The ferrite core is included with the card.

‘/—’_

w
o
3

-

N

|
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3.2.15 Attaching a Ferrite Core

If you need to open the ferrite core, use a flathead screwdriver to unlatch the case of the ferrite core.
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3.2.16 Fastening an Amphenol Connector

3.2.16 Fastening an Amphenol Connector

An Amphenol 57JE-type connector is used on some of the optional service cards.
To connect an Amphenol connector, use the spring latch or screw to fix the upper part and use Velcro® tape
to fix the lower part of the connector.

Type A (Spring Latch + Velcro Tape) Type B (Screw + Velcro Tape)

“' “:
7 7
g
'
[l
'
)

—

Sori Remove the
pring screw on the
Latch 3 optlonal service

card.

Spring
Latch
Insert the screw (included

with the Amphenol or
optional service card).
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3.2.16 Fastening an Amphenol Connector

Amphenol Connector Pin Assignment Chart

Below is an Amphenol connector pin assignment chart for all optional service cards that use the Amphenol
connector. For more details, refer to the appropriate section in "3.7 Information about the Physical Trunk
Cards" and "3.8 Information about the Physical Extension Cards".

Pin No. [ ELCOT16 | DID8 | E&M8 | DHLCS8 [ DLC8 | DLC16 [EMSLC16 | ECSLC24 [EMSLC24|CSLC16 |ESLC16 |SLC8
1 RA RA TA RA D2A RA RA RA RA RA RA
26 TA TA RA TA D1A TA TA TA TA TA TA
2 RB RB T1A D2A D2A D2B RB RB RB RB RB
27 B B R1A D1A D1A D1B B B TB B B
3 RC RC EA D2C RC RC RC RC RC
28 TC TC MA D1C TC TC TC TC TC
4 RD RD SGA RB D2D RD RD RD RD RD RB
29 1D D SGB 1B D1D 1D 1D D D D 1B
5 RE RE 1B D2B D2B D2E RE RE RE RE RE
30 TE TE RB D1B D1B D1E TE TE TE TE TE
6 RF RF T1B D2F RF RFE RE RF RF
31 TF TF R1B D1F TF TF TF TF TF
7 RG RG EB RC D2G RG RG RG RG RG RC
32 TG TG MB TC D1G TG TG TG TG TG TC
8 RH RH TC D2C D2C D2H RH RH RH RH RH
33 TH TH RC D1C D1C D1H TH TH TH TH TH
9 RI T1C D2| RI RI RI RI RI
34 Tl R1C D1l Tl Tl TI Tl T
10 RJ EC RD D2J RJ RJ RJ RJ RJ RD
35 TJ MC D D1J TJ TJ TJ TJ TJ D
11 RK D D2D D2D D2K RK RK RK RK RK
36 TK RD D1D D1D D1K TK TK TK TK TK
12 RL T1D D2L RL RL RL RL RL
37 TL R1D D1L TL TL TL TL TL
13 RM ED RE D2M RM RM RM RM RM RE
38 ™ MD TE D1M ™ ™ ™ ™ ™ TE
14 RN TE D2E D2E D2N RN RN RN RN RN
39 TN RE D1E D1E D1N N TN TN TN TN
15 RO T1E D20 RO RO RO RO RO
40 TO R1E D10 T0 TO TO T0 TO
16 RP EE RF D2P RP RP RP RP RP RFE
41 TP ME TF D1P TP TP TP TP TP TF
17 TF D2F D2F RQ RQ
42 RF D1F D1F TQ TQ
18 T1F RR RR
43 R1F TR R
19 EF RG RS RS RG
44 MF TG TS TS TG
20 TG D2G D2G RT RT
45 RG D1G D1G 1T 1T
21 T1G RU RU
46 R1G TU TU
22 EG RH RV RV RH
47 MG TH v TV TH
23 TH D2H D2H RW RW
48 RH D1H D1H TW TW
24 T1H RX RX
49 R1H 1D X
25 EH
50 MH
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3.2.17 Surge Protector Installation

3.2.17 Surge Protector Installation
CAUTION

Performing surge protection is essential. Make sure to follow the instructions in this section.

Overview

A massive electrical surge can be caused if lightning strikes a telephone cable 10 m above ground, or if a
telephone line comes into contact with a power line. A surge protector is a device that is connected to a trunk
to prevent potentially dangerous electrical surges from entering the building via the trunk and damaging the
PBX and connected equipment.

To protect the system from electrical surges, we strongly recommend connecting the system to a surge
protector that meets the following specifications:

— Surge arrestor type: 3-electrode arrestor
— DC spark-over voltage: 230 V
— Maximum peak current: at least 10 kA

Additionally, proper earthing is very important for the protection of the system (refer to "3.2.10 Frame Earth
Connection").

Many countries/areas have regulations requiring surge protection. Be sure to comply with all applicable laws,
regulations, and guidelines.

Installation

Trunk Trunk Trunk
—  Surge
—  Protector
Terminal
Board
Extn. PBX
Extn. | J
: SLT § ;
| PT i Cs Frame
| PT-interface CS 3 5 Earth
Earth ——

—_ Extn.: Extension line
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3.2.17 Surge Protector Installation

Outside Installation

(Main Building)

Trunk

Surge Protector

(Another Building)

.....................

PT

Trunk
/\ Extn.
Terminal PBX
Board

Extn. Surge

Protector
Extn.
Extn.
SLT

. PT i CS _

| PT-interface CS 1 —

"""""""" Earth

Extn.: Extension Line

If you install an extension outside of the building, the following precautions are recommended:
a. Install the extension wire underground.
b. Use a conduit to protect the wire.

Note

The surge protector for an extension and CS is different from that for trunks.

Installation of an Earth Rod

Trunk

Surge Protector

Earthing

Wire PBX

(Underground)
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3.2.17 Surge Protector Installation

-

Connect the earth rod to the surge protector using an earthing wire with a cross-sectional area of at least
1.3 mm2.

Bury the earth rod near the protector. The earthing wire should be as short as possible.

The earthing wire should run straight to the earth rod. Do not run the wire around other objects.

Bury the earth rod at least 50 cm underground.

zZ AWM

ote

* The above figures are recommendations only.
* The length of earth rod and the required depth depend on the composition of the soil.
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3.3.1 IPCEMPR Card

3.3 Information about the Main Processing Card

3.3.1 IPCEMPR Card
Function

The IPCEMPR card is the preinstalled main processing card with built-in ESVM card feature (2-channel). The
Virtual Cards (trunk/extension) can be installed in Virtual Slots of the IPCEMPR card and can be activated with

the activation keys. Also, the IPCEMPR supports LAN connection so that IP telephones (IP-PTs, IP softphones,
SIP Extensions) and PCs can be connected on a private IP network.

Mountable Cards

Either one of the DSP16 or DSP64 cards (refer to "3.3.2 DSP16 Card (KX-TDE0110) and DSP64 Card
(KX-TDEO111)")

* |IPCMEC card (refer to "3.3.3 IPCMEC Card (KX-TDEO0105)" )
*  RMT card (refer to "3.3.4 RMT Card (KX-TDA0196)" )

LEDs—1
SD Memory Card Slot ———
Cover L
Reset Button — T3
System Initialise Switch —— 4
MNT Port q
LAN Port L]
BGM/MOH ——( 9
Pager —{ g
MPRIDNumbmw———JEIH

I
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3.3.1 IPCEMPR Card

WARNING

A lithium battery is used in the IPCEMPR card. There is a risk of explosion if the battery is replaced
with the incorrect type. Dispose of used batteries according to the manufacturer’s instructions.

CAUTION
The SD Memory Card contains software for all the processes of the PBX and all the customer data. It

Notice

can be easily removed and taken away from the PBX by a third party. Therefore, do not allow
unauthorised access to prevent data leakage.

Do not remove the SD Memory Card while power is supplied to the PBX. Doing so may cause the PBX

to fail to start when you try to restart the system.
To prevent data leakage, render the SD Memory Card physically unusable before disposal.

Use only the SD Memory Card included with the PBX.

The SD Memory Card must be inserted in the SD Memory Card slot of the IPCEMPR card before

startup.

Make sure to use the MNT port for PC connection, and the LAN port for LAN connection.
The maximum length of the cable to be connected to the IPCEMPR card is 100 m.

When connecting the RJ45 connector, attach the ferrite core included with the PBX. Refer to
"3.2.15 Attaching a Ferrite Core".

For details about Virtual Slots, refer to "1.3.3 System Capacity".

For details about the activation keys, refer to "2.1 Information about the Activation Keys".
For details about connecting to a LAN, refer to "3.13.1 LAN Connection".

For details about connecting peripherals, refer to "3.12.1 Connection of Peripherals".

For details about System Initialise Switch, refer to "3.15.1 Starting the PBX".

For details about Reset Button, refer to "5.1.4 Using the Reset Button".

Portions of this product contains software of Datalight, Inc. Copyright 1993—2000 Datalight, Inc., All

Rights Reserved.

Pin Assignments
MNT Port/LAN Port (10BASE-T/100BASE-TX)

No. Signal Name Input (I)/Output (O) Function
1 1 TPO+ O Transmit data+
2 TPO- O Transmit data-
8 3 TPI+ I Receive data+

4-5 Reserved - -

6 TPI- | Receive data-

7-8 Reserved - -
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3.3.1 IPCEMPR Card

LED Indications

138

Indication Colour Description
BATT ALARM Red Battery alarm indication
* OFF: Normal
ON: Alarm
SD ACCESS Green SD memory card status
*  ON: Accessing
10BASE-T/ MNT LINK Green Link status indication
100BASE-TX *  OFF: Off-line
*  ON: Linked normally
* Flashing: In communication
100 Yellow Data transmission speed indication
* OFF: 10 Mbps
* ON: 100 Mbps
LAN LINK Green Link status indication
*  OFF: Off-line
*  ON: Linked normally
* Flashing: In communication
100 Yellow Data transmission speed indication

* OFF: 10 Mbps
* ON: 100 Mbps
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3.3.2 DSP16 Card (KX-TDE0110) and DSP64 Card (KX-TDE0111)

3.3.2 DSP16 Card (KX-TDE0110) and DSP64 Card (KX-TDE0111)

Function

DSP16: 16-channel digital signal processor card with a 4-Channel IP Trunk activation key and a
8-Channel IP Proprietary Telephone activation key preinstalled. Compliant with ITU-T G.
729A and G.711 codec methods. To be mounted on the IPCEMPR card.

DSP64: 64-channel digital signal processor card with four 4-Channel IP Trunk activation keys and
four 8-Channel IP Proprietary Telephone activation keys preinstalled. Compliant with
ITU-T G.729A and G.711 codec methods. To be mounted on the IPCEMPR card.

inside
® Se) 5

Sel

Screw

—
DSP16 Card/ @
DSP64 Card

=1
@/— ocooo Gh

Accessories and User-supplied Items

Accessories (included): Screws x 3
User-supplied (not included): none

Note
* Depending on the number and the type of IP trunks and IP telephones you wish to use, required
activation keys are determined, and either the DSP16 or DSP64 card is selected to be installed.
* If the preinstalled activation keys on the DSP16 or DSP64 cards are not enough for the desired
configuration, you need to purchase activation key codes. For details about the activation keys, refer
to "2.1 Information about the Activation Keys".
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3.3.2 DSP16 Card (KX-TDE0110) and DSP64 Card (KX-TDE0111)

¢ When installing the DSP16 or DSP64 card, hold down the shaded areas of the card to connect it firmly.
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3.3.3 IPCMEC Card (KX-TDE0105)

3.3.3 IPCMEC Card (KX-TDEO0105)
Function

Memory expansion card to increase system data storage space. To be mounted on the IPCEMPR card.
To install the IPCMEC card, first remove the preinstalled memory card from the IPCEMPR card.

IPCEMPR Card

=

<

3 o By
/<‘ ) ‘\~\\
_ @
Preinstalled ™
Memory Card “

Screw

7

%,

/
dr/_ cooo by

Accessories and User-supplied Items

Accessories (included): Screws x 2
User-supplied (not included): none

CAUTION

Before removing the preinstalled memory card, be sure to back up the system data. For details, refer
to "2.5.1 Tool—SD memory backup" and "2.6.3 Utility—File Transfer PBX (SD Card) to PC" in the PC
Programming Manual.

* Afterinstalling the IPCMEC card, the PBX must be initialised. For details about the initialisation
procedure, refer to "3.15.1 Starting the PBX".

After initialisation, even after restoring system data, some data (e.g., SMDR data) will not be restored.
For further information about which data will not be restored, refer to Saving Modified Data in

"2.7.1 Frequently Asked Questions (FAQ)" in the PC Programming Manual.

* |tis recommended to output the SMDR data before removing the preinstalled memory card.
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3.3.4 RMT Card (KX-TDA0196)

3.3.4 RMT Card (KX-TDA0196)

Function
Analogue modem card for remote communication with the PBX. ITU-T V.90 support. To be mounted on the

IPCEMPR card.

IPCEMPR Card

& of

ocooo @

7

i,
o=

A Screw

RMT Card  ©
Accessories and User-supplied Items

Accessories (included): Screws x 2
User-supplied (not included): none
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3.4.1 Virtual Cards

3.4 Information about the Virtual Cards

3.4.1 Virtual Cards

Function

Virtual Cards are included with the IPCEMPR card and can be activated with the appropriate activation key
(Only V-IPCS4 cards can be activated without activation keys). By installing Virtual Cards in the Virtual Slots
of the IPCEMPR card using the Maintenance Console, IP trunks, IP extensions, and IP-CSs can be used via
the IPCEMPR card.

Virtual Card Description

Virtual 16-Channel VolP Gateway Card | Virtual Card for 16-channel H.323 trunk. Compliant with VolP H.

(V-IPGW16)" 323 V.5 protocol, and ITU-T G.729A and G.711 codec methods.
Also supports T.38 protocol.

Virtual 16-Channel SIP Trunk Card Virtual Card for 16-channel SIP trunk. Compliant with RFC 3261,

(V-SIPGW16) 3262, 3264, 3311, 3581, 3960 and 4028 protocols, and ITU-T G.
729A and G.711 codec methods. Also supports T.38 protocol.

Virtual 32-Channel VolP Extension Virtual Card for 32 VolP extensions. Compliant with Panasonic

Card (V-IPEXT32) proprietary protocol, and ITU-T G.729A, G.711 and G.722 codec
methods.

Virtual 32-Channel SIP Extension Card | Virtual Card for 32 SIP Extensions. Compliant with RFC 3261,

(V-SIPEXT32) 3264, 3310, 2327, and 4028 protocols, and ITU-T G.729A, G.711

and G.722 codec methods.

Virtual 4 IP Cell Station Interface Card | Virtual Card for 4 IP-CSs. Compliant with ITU-T G.729A and G.
(V-IPCS4) 711 codec methods.

"I Portions of this software are © 1996—-2006 RADVISION Ltd. All intellectual property rights in such portions of the Software and
documentation are owned by RADVISION and are protected by United States copyright laws, other applicable copyright laws and
international treaty provisions. RADVISION and its suppliers retain all rights not expressly granted.
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3.4.1 Virtual Cards

Example: Virtual Cards in the Virtual Slots

|
=
L>

‘ 3

5 gl Virtual Trunk Virtual Extension

D Slots Slots

B8

] <1< |T<][<] <I[<1[<][<]

3| = L e

ol | HIBIEE SHEL|EE
osssaaaHlA = AR HIEIE
T AR N
3—@”%

IPCEMPR Card

Virtual Slots
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3.5.1 BUS-M Card (KX-TDA6110)

3.5 Information about the Optional Shelf Expansion

Cards

3.5.1 BUS-M Card (KX-TDA6110)

Function

Optional shelf expansion card required when mounting Expansion Shelves. To be installed in the Basic Shelf

only.

Bus Cable Connector
Noise Shield Connector

LEDs

—

‘

Accessories and User-supplied Items
Accessories (included): Bus Cable x 1

User-supplied (not included): none

LED Indications

Indication Colour Description

CARD STATUS | Green Card status indication
* OFF: Starting up
*  Green ON: Normal

LINK3 Green Link status indication for Expansion Shelf 3
* OFF: Connection error
*  ON: Normal connection

LINK2 Green Link status indication for Expansion Shelf 2
* OFF: Connection error
¢ ON: Normal connection

LINK1 Green Link status indication for Expansion Shelf 1

* OFF: Connection error
*  ON: Normal connection
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3.5.2 BUS-ME Card (KX-TDA6111)

3.5.2 BUS-ME Card (KX-TDA6111)

Function

Optional shelf expansion card required when mounting Expansion Shelf 2 or 3. To be mounted on the BUS-M
card installed in the Basic Shelf.

=)

BUS-M Card N0

S==

inside

Accessories and User-supplied Items

Accessories (included): Bus Cable x 1, Screws x 2
User-supplied (not included): none
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3.6.1 BUS-S Card

3.6 Information about the Built-in Shelf Expansion
Card

3.6.1 BUS-S Card

Function

Shelf expansion card, built in to an Expansion Shelf, for connecting to the Basic Shelf.

LED —— 1

Bus Cable Connector —-H
Noise Shield Connector

‘}

WARNING
A lithium battery is used in the BUS-S card. There is a risk of explosion if the battery is replaced
with the incorrect type. Dispose of used batteries according to the manufacturer's instructions.
Note

* The BUS-S card must be version 2.000 or later.

* Portions of this product contains software of Datalight, Inc. Copyright 1993—2000 Datalight,Inc., All
Rights Reserved.

LED Indications

Indication Colour Description

CARD STATUS | Green/Red Card status indication

e Green ON: Normal

* Red ON: Fault (includes reset)

* Red Flashing (60 times per minute): Out of Service
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3.7.1 ELCOT16 Card (KX-TDA6181)

3.7 Information about the Physical Trunk Cards

3.7.1 ELCOT16 Card (KX-TDA6181)

Function

16-port analogue trunk card with 4 power failure transfer (PFT) ports. A maximum of 2 CID8 cards, 2 CID/
PAY8 cards, or one of each can be mounted on the ELCOT16 card (refer to "3.7.3 CID/PAY8 Card
(KX-TDAO0189)" and "3.7.4 CID8 Card (KX-TDA0193)").

LED ——————

Amphenol

To trunk

Accessories and User-supplied Items
Accessories (included): Screws x 2
User-supplied (not included): Amphenol connector
Note

* To connect the Amphenol connector, refer to "3.2.16 Fastening an Amphenol Connector".
* For details about power failure transfer, refer to "3.14.1 Power Failure Connections".

* To confirm the trunk connection, refer to "Confirming the Trunk Connection" in "3.15.1 Starting the
PBX".
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Pin Assignments

Amphenol Connector

3.7.1 ELCOT16 Card (KX-TDA6181)

No. Signal Function No. Signal Function
Name Name

50 25 1 RA Ring port 1 26 TA Tip port 1
2 RB Ring port 2 27 TB Tip port 2
3 RC Ring port 3 28 TC Tip port 3
4 RD Ring port 4 29 TD Tip port 4
5 RE Ring port 5 30 TE Tip port 5

—

% 1 6 RF Ring port 6 31 TF Tip port 6
7 RG Ring port 7 32 TG Tip port 7
8 RH Ring port 8 33 TH Tip port 8
9 RI Ring port 9 34 TI Tip port 9
10 RJ Ring port 10 35 TJ Tip port 10
11 RK Ring port 11 36 TK Tip port 11
12 RL Ring port 12 37 TL Tip port 12
13 RM Ring port 13 38 ™ Tip port 13
14 RN Ring port 14 39 TN Tip port 14
15 RO Ring port 15 40 TO Tip port 15
16 RP Ring port 16 41 TP Tip port 16
17-25 | Reserved - 42-50 | Reserved -

LED Indications
Indication Colour Description
CARD STATUS | Green/Red Card status indication

¢  OFF: Power Off

* Green ON: Normal (all ports are idle)

* Green Flashing (60 times per minute): Normal (a port is in use)
* Red ON: Fault (includes reset)

* Red Flashing (60 times per minute): Out of Service
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3.7.2 DID8 Card (KX-TDA0182)

3.7.2 DID8 Card (KX-TDA0182)

Function
8-port DID trunk card.

LED G|

Amphenol

To DID line

Accessories and User-supplied Iltems
Accessories (included): Screws x 2
User-supplied (not included): Amphenol connector
Note

* To connect the Amphenol connector, refer to "3.2.16 Fastening an Amphenol Connector".

* To confirm the trunk connection, refer to "Confirming the Trunk Connection" in "3.15.1 Starting the
PBX".

Pin Assignments

Amphenol Connector

No. Signal Name | Function No. Signal Name | Function

50_25 1 RA Ring port 1 26 TA Tip port 1
2 RB Ring port 2 27 B Tip port 2
3 RC Ring port 3 28 TC Tip port 3
4 RD Ring port 4 29 TD Tip port 4
5 RE Ring port 5 30 TE Tip port 5

~—

% 1 6 RF Ring port 6 31 TF Tip port 6
7 RG Ring port 7 32 TG Tip port 7
8 RH Ring port 8 33 TH Tip port 8
9-25 | Reserved - 34-50 | Reserved -
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LED Indications

3.7.2 DID8 Card (KX-TDA0182)

Indication

Colour

Description

CARD STATUS

Green/Red

Card status indication
*  OFF: Power Off
e Green ON: Normal (all ports are idle)

* Green Flashing (60 times per minute): Normal (a port is in use)

* Red ON: Fault (includes reset)

* Red Flashing (60 times per minute): Out of Service
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3.7.3 CID/PAYS8 Card (KX-TDA0189)

3.7.3 CID/PAY8 Card (KX-TDA0189)

Function

8-port Caller ID signal type FSK/FSK (with Call Waiting Caller ID [Visual Caller ID])/DTMF, and 8-port Pay
Tone Service (12 kHz/16 kHz). To be mounted on the ELCOT16 card.

Set all DIP switches for ports
09-16 at "OFF" positions.

inside

©

CID/PAY8 Card

Screw

Set all DIP switches for
ports 01-08 at "OFF"

positions.
Accessories and User-supplied Items
Accessories (included): Screws x 2
User-supplied (not included): none
Switch Settings (on ELCOT16 card)
Switch Type Usage and Status Definition
Port Setting DIP Set all DIP switches at "OFF" positions.
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3.7.4 CID8 Card (KX-TDA0193)

3.7.4 CID8 Card (KX-TDA0193)

Function

8-port Caller ID signal type FSK/FSK (with Call Waiting Caller ID [Visual Caller ID])/DTMF. To be mounted on

the ELCOT16 card.

inside

©

CID8 Card

Screw

Accessories and User-supplied Items

Accessories (included): Screws x 2
User-supplied (not included): none

Switch Settings (on ELCOT16 card)

Switch

Type

Usage and Status Definition

Port Setting

DIP

Keep all DIP switches at default "ON" positions. Do not change the
positions of these switches.
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3.7.5 E&MS Card (KX-TDA0184)

3.7.5 E&MS8 Card (KX-TDA0184)

Function
8-port E & M (TIE) trunk card. Type 5 support.

LED

(=]

Amphenol

To terminal board from the E & M (TIE) line

Accessories and User-supplied Items

Accessories (included): Screws x 2
User-supplied (not included): Amphenol connector

Note

* Connect this optional service card to the trunk through terminal board from the E & M (TIE) line; do not
connect to the trunk directly.

* To connect the Amphenol connector, refer to "3.2.16 Fastening an Amphenol Connector".

* To confirm the trunk connection, refer to "Confirming the Trunk Connection" in "3.15.1 Starting the
PBX".

Pin Assignments

Amphenol Connector

154

No. Signal Name | Function No. Signal Name | Function
50_25 1 TA Tip port 1 26 RA Ring port 1
2 T1A Tip 1 port 1 27 R1A Ring 1 port 1
3 EA E line port 1 28 MA M line port 1
4 SGA SG line port 1 29 SGB SG line port 2
5 B Tip port 2 30 RB Ring port 2
2 6 T1B Tip 1 port 2 31 R1B Ring 1 port 2
7 EB E line port 2 32 MB M line port 2
8 TC Tip port 3 33 RC Ring port 3
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3.7.5 E&M8 Card (KX-TDA0184)

No. Signal Name | Function No. Signal Name | Function

9 T1C Tip 1 port 3 34 R1C Ring 1 port 3
10 EC E line port 3 35 MC M line port 3
11 TD Tip port 4 36 RD Ring port 4
12 T1D Tip 1 port 4 37 R1D Ring 1 port 4
13 ED E line port 4 38 MD M line port 4
14 TE Tip port 5 39 RE Ring port 5
15 T1E Tip 1 port 5 40 R1E Ring 1 port 5
16 EE E line port 5 41 ME M line port 5
17 TF Tip port 6 42 RF Ring port 6
18 T1F Tip 1 port 6 43 R1F Ring 1 port 6
19 EF E line port 6 44 MF M line port 6
20 TG Tip port 7 45 RG Ring port 7
21 T1G Tip 1 port 7 46 R1G Ring 1 port 7
22 EG E line port 7 47 MG M line port 7
23 TH Tip port 8 48 RH Ring port 8
24 T1H Tip 1 port 8 49 R1H Ring 1 port 8
25 EH E line port 8 50 MH M line port 8

LED Indications

Indication

Colour

Description

CARD STATUS

Green/Red

Card status indication

*  OFF: Power Off

e Green ON: Normal (all ports are idle)

* Green Flashing (60 times per minute): Normal (a port is in use)
* Red ON: Fault (includes reset)

* Red Flashing (60 times per minute): Out of Service
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3.7.6 T1 Card (KX-TDA0187)

3.7.6 T1 Card (KX-TDA0187)

Function
1-port T1 trunk card. EIA/TIA standard compliant.

Accessories and User-supplied Items

Accessories (included): Ferrite core x 1
User-supplied (not included): RJ45 connector

CAUTION

* When connecting this optional service card to the trunk, connect through NT1; do not connect to the
trunk directly.
* T1 ports are SELV ports and should only be connected to SELV services.

Notice

When connecting the RJ45 connector, attach the included ferrite core (except in Canada, where the ferrite
core is not necessarily required). Refer to "3.2.15 Attaching a Ferrite Core".

Note

* This optional service card can be used for either trunk or extension connection, by setting the A/B
switch or using the connector with appropriate pin assignments.

* To confirm the trunk connection, refer to "Confirming the Trunk Connection" in "3.15.1 Starting the
PBX".

Switch Settings

Switch Type Usage and Status Definition

A/B Slide Select A (default) for trunk or B for extension use.
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Pin Assignments
RJ45 Connector for Trunk Use

3.7.6 T1 Card (KX-TDA0187)

No. Signal Name Level [V] Function
" 1 RX+ (+) Receive data (+)
2 RX- (-) Receive data (-)
L1 3 Reserved - -
4 TX- (-) Transmit data (-)
5 TX+ (+) Transmit data (+)
6-8 Reserved - -
RJ45 Connector for Extension Use
No. Signal Name Level [V] Function
| o 1 TX- (-) Transmit data (-)
2 TX+ (+) Transmit data (+)
L1 3 Reserved - -
4 RX+ (+) Receive data (+)
5 RX- (-) Receive data (-)
6-8 Reserved - -
LED Indications
Indication Colour Description
CARD STATUS | Green/Red Card status indication

*  OFF: Power Off

* Green ON: Normal (all ports are idle)

* Green Flashing (60 times per minute): Normal (a port is in use)
* Red ON: Fault (includes reset)

* Red Flashing (60 times per minute): Out of Service

SYNC-ERR Red Non-synchronisation status indication

* OFF: Normal

e ON: Out of synchronisation
RAI Red RAI signal status indication

* OFF: Normal

* ON: Alarm (Clock Slave)

* Flashing (60 times per minute): Alarm (Clock Master)
AIS Red AIS status indication

* OFF: Normal
* ON: Alarm
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3.7.6 T1 Card (KX-TDA0187)

Indication

Colour

Description

SYNC

Green

Synchronisation status indication

* OFF: Not synchronised

*  ON: Synchronised

* Flashing (60 times per minute): Synchronised (Clock Master)

Maximum Cabling Distance of Extension Connection

The maximum length of the extension cable that connects the T1 cards is shown below:
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3.7.7 E1 Card (KX-TDA0188)

3.7.7 E1 Card (KX-TDA0188)

Function
1-port E1 trunk card. ITU-T standard compliant.

LEDs

RJ45

To NT1/Extension 4*

To NT1/Extension ’{ »
oY &
For BNC -=3|750

Accessories and User-supplied Items

Accessories (included): Ferrite core x 1
User-supplied (not included): RJ45 or BNC connector

CAUTION

* When connecting this optional service card to the trunk, connect through NT1; do not connect to the
trunk directly.
* E1 ports are SELV ports and should only be connected to SELV services.

For Frame For Frame
Ground Open  Ground Short

BNC (RX) outer conductor

Notice
When connecting the RJ45 connector, attach the included ferrite core. Refer to "3.2.15 Attaching a Ferrite
Core".

Note

* In some countries/areas, this optional service card must not be connected to the Public Switched
Telephone Network.

* Use only 1 type of connector (RJ45 or BNC) for connection; RJ45 and BNC cannot be used
simultaneously.

* This optional service card can be used for either trunk or extension connection, by setting the A/B
switch or using the connector with appropriate pin assignments.

* To confirm the trunk connection, refer to "Confirming the Trunk Connection" in "3.15.1 Starting the
PBX".
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3.7.7 E1 Card (KX-TDA0188)

Switch Settings

Switch Type Usage and Status Definition
Termination Slide Select 120 Q (default) or 75 Q to match the connector type to be
used.
A/B Slide When using an RJ45 connector, select A (default) for trunk or B for
extension use.
When using BNC connectors, make sure that A is selected.
Frame Ground Short pin J308 is for BNC (TX) outer conductor, and J309 is for BNC (RX)
Short outer conductor.
Connection of 1 and 2: Open (default)
Connection of 2 and 3: Short

Pin Assignments

RJ45 Connector for Trunk Use

No. Signal Name Level [V] Function
" 1 RX+ (+) Receive data (+)
2 RX- (-) Receive data (-)
L4 3 Reserved - -
4 TX- (-) Transmit data (-)
5 TX+ (+) Transmit data (+)
6-8 Reserved - -
RJ45 Connector for Extension use
No. Signal Name Level [V] Function
e 1 TX- () Transmit data (-)
2 TX+ (+) Transmit data (+)
L4 3 Reserved - -
4 RX+ (+) Receive data (+)
5 RX- (-) Receive data (-)
6-8 Reserved - -
BNC (coaxial) Connector (TX)
No. Signal Name Level [V] Function
1 1 TX+ (+) Transmit data (+)
@2 2 TX- ) Transmit data (-)
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3.7.7 E1 Card (KX-TDA0188)

BNC (coaxial) Connector (RX)

No. Signal Name Level [V] Function

1 RX- (-) Receive data (-)

]
@ 2 2 RX+

(+) Receive data (+)

LED Indications

Indication Colour Description

CARD STATUS | Green/Red Card status indication

* OFF: Power Off

* Green ON: Normal (all ports are idle)

* Green Flashing (60 times per minute): Normal (a port is in use)
* Red ON: Fault (includes reset)

* Red Flashing (60 times per minute): Out of Service

SYNC-ERR Red Non-synchronisation status indication
* OFF: Normal
¢ ON: Out of synchronisation

RAI Red RAI signal status indication
* OFF: Normal

* ON: Alarm (Clock Slave)
* Flashing (60 times per minute): Alarm (Clock Master)

AIS Red AIS status indication
* OFF: Normal
*  ON: Alarm
SYNC Green Synchronisation status indication

¢ OFF: Not synchronised
*  ON: Synchronised
* Flashing (60 times per minute): Synchronised (Clock Master)

Maximum Cabling Distance of Extension Connection

The maximum length of the extension cable that connects the E1 cards is shown below:

Diameter Maximum Distance
0.5 mm: 200 m
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3.7.8 BRI4 Card (KX-TDA0284) and BRI8 Card (KX-TDA0288)

3.7.8 BRI4 Card (KX-TDA0284) and BRI8 Card (KX-TDA0288)

Function

162

BRI4:

BRIS:

(LINE 1 to LINE 8)

To NT1/Extension 4~

Acces

4-port ISDN Basic Rate Interface card with 1 power failure transfer port. EURO-ISDN/ETSI
compliant.

8-port ISDN Basic Rate Interface card with 1 power failure transfer port. EURO-ISDN/ETSI
compliant.

LEDs

s[CHA

RJ45

\
BLLit

sories and User-supplied Items

Accessories (included): Ferrite core(s) x 1 (BRI4 card) or 2 (BRI8 card)
User-supplied (not included): RJ45 connector

CAUTION

Notice

If the connected ISDN terminal has no external power source, make sure that the power is supplied
from the BRI4/BRI8 card by programming the PBX accordingly.

However, if there is an external power source to the terminal, make sure that there is no power supplied
to the terminal from the BRI4/BRIS8 card. Failure to do so may cause damage to the power supply circuit
of the BRI4/BRI8 card or the terminal.

When connecting these optional service cards to the trunk, connect through an NT1; do not connect
to the U interface of the trunk directly.

When connecting the RJ45 connector, attach the included ferrite core. Refer to "3.2.15 Attaching a Ferrite

Cor
Note

e".

LINE 5 to LINE 8 are for BRI8 card only.

These optional service cards have 100 Q of terminal resistance. For use in point to multi-point
connection, the cards must be placed at the end of the bus.

These optional service cards can be used for either trunk or extension connection, by setting the A/B
switch or using the connector with appropriate pin assignments.

For details about power failure transfer, refer to "3.14.1 Power Failure Connections".

To confirm the trunk connection, refer to "Confirming the Trunk Connection" in "3.15.1 Starting the
PBX".
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3.7.8 BRI4 Card (KX-TDA0284) and BRI8 Card (KX-TDA0288)

Switch Settings

Switch Type Usage and Status Definition

A/B Slide Select A (default) for trunk or B for extension use.

Pin Assignments
RJ45 Connector for Trunk Use

No. Signal Name Level [V] Function
" 1-2 Reserved - -
3 ™1 (+) Transmit data 1
L4 4 RX2 (+) Receive data 2
5 RX1 (-) Receive data 1
6 X2 (-) Transmit data 2

7-8 Reserved - -

RJ45 Connector for Extension Use

No. Signal Name Level [V] Function
& 1-2 Reserved - -
3 RX2 (+) Receive data 2
L 1 4 X1 (+) Transmit data 1
5 X2 () Transmit data 2
6 RX1 (-) Receive data 1

7-8 Reserved - -

LED Indications

Indication Colour Description

CARD STATUS | Green/Red Card status indication

* OFF: Power Off

e Green ON: Normal (all ports are idle)

* Green Flashing (60 times per minute): Normal (a port is in use)
* Red ON: Fault (includes reset)

* Red Flashing (60 times per minute): Out of Service
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3.7.8 BRI4 Card (KX-TDA0284) and BRI8 Card (KX-TDA0288)

Indication Colour Description

LINE 8 Green Line status indication (LINE 1 to LINE 8):
LINE 7 Refer to "LINE LED Pattern" below for details.
LINE 6
LINE 5 Note

LINE 4 LINE 5 to LINE 8 are for BRI8 card only.
LINE 3
LINE 2
LINE 1

LINE LED Pattern

Master
Layer 1 Layer 2 Clock LED Pattern
OFF OFF OFF ' 1s '
>
ON OFF OFF ; 1s :
>
ON ON OFF : 1s :
P —
ON OFF ON : 1s :
P —
ON ON ON : 1s :
P —

Layer 1: ON (Synchronous)
Layer 2: ON (Link established)/OFF (Link not established)
Master Clock: ON (Master)/OFF (Slave)
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3.7.8 BRI4 Card (KX-TDA0284) and BRI8 Card (KX-TDA0288)

Maximum Cabling Distance of SO0 Bus Connection

The maximum length of the extension cable that connects the PBX and the ISDN terminal equipment (TE) is
shown below:

CTTTTTTTTTT T 5 CAT 5: Under 1000 m CTTTT T 5

i Point-to-Point
E TE
CAT 5: Under 150 m L .
| Point-to-Multipoint
TEA1 TE 8
CAT 5: Under 500 m CAT 5: Under 50 m Expansion |
i Point-to-Multipoint
E1 ' E8
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3.7.9 PRI30 Card (KX-TDA0290CE/KX-TDA0290CJ)

3.7.9 PRI30 Card (KX-TDA0290CE/KX-TDA0290CJ)

Function

1-port ISDN Primary Rate Interface card (30B channels). EURO-ISDN/ETSI compliant.

LEDs il
I

RJ45

- 4
To NT1/Extension 4 ﬂ »
To NT1/Extension 4 { »

120Q &
Ry

For BNC =%

Accessories and User-supplied Items
Accessories (included): Ferrite core x 1

—

BNC (TX)
BNC (RX)

User-supplied (not included): RJ45 or BNC connector

CAUTION

* When connecting this optional service card to the trunk, connect through an NT1; do not connect to

the U interface of the trunk directly.

[

* PRI ports are SELV ports and should only be connected to SELV services.

Notice

When connecting the RJ45 connector, attach the included ferrite core. Refer to "3.2.15 Attaching a Ferrite

Core".

Note

* In some countries/areas, this optional service card must not be connected to the Public Switched

Telephone Network.

e Use only 1 type of connector (RJ45 or BNC) for connection; RJ45 and BNC cannot be used

simultaneously.

* This optional service card can be used for either trunk or extension connection, by setting the A/B

switch or using the connector with appropriate pin assignments.

* To confirm the trunk connection, refer to "Confirming the Trunk Connection" in "3.15.1 Starting the

PBX".
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Switch Settings

3.7.9 PRI30 Card (KX-TDA0290CE/KX-TDA0290CJ)

Switch Type Usage and Status Definition

Termination Slide Select 120 Q (default) or 75 Q to match the connector type to be
used.

A/B Slide When using an RJ45 connector, select A (default) for trunk or B for
extension use.
When using BNC connectors, make sure that A is selected.

Pin Assignments
RJ45 Connector for Trunk Use

No. Signal Name Level [V] Function
e 1 RX+ (+) Receive data (+)
2 RX- (-) Receive data (-)
L4 3 Reserved - -
4 TX- (-) Transmit data (-)
5 TX+ (+) Transmit data (+)
6-8 Reserved - -
RJ45 Connector for Extension Use
No. Signal Name Level [V] Function
" 1 TX- (-) Transmit data (-)
2 X+ (+) Transmit data (+)
L4 3 Reserved - -
4 RX+ (+) Receive data (+)
5 RX- () Receive data (-)
6-8 Reserved - -
BNC (coaxial) Connector (TX)
No. Signal Name Level [V] Function
1 1 TX+ (+) Transmit data (+)
@2 2 TX- (-) Transmit data (-)
BNC (coaxial) Connector (RX)
No. Signal Name Level [V] Function
1 1 RX- (-) Receive data (-)
@iz 2 RX+ (+) Receive data (+)
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3.7.9 PRI30 Card (KX-TDA0290CE/KX-TDA0290CJ)

LED Indications

Indication

Colour

Description

CARD STATUS

Green/Red

Card status indication

OFF: Power Off

Green ON: Normal (all ports are idle)

Green Flashing (60 times per minute): Normal (a port is in use)
Red ON: Fault (includes reset)

Red Flashing (60 times per minute): Out of Service

SYNC-ERR

Red

Non-synchronisation status indication

OFF: Normal
ON: Out of synchronisation

RAI

Red

RAI signal status indication

OFF: Normal
ON: Alarm (Clock Slave)
Flashing (60 times per minute): Alarm (Clock Master)

AIS

Red

AIS status indication

OFF: Normal
ON: Alarm

SYNC

Green

Synchronisation status indication

OFF: Not synchronised
ON: Synchronised
Flashing (60 times per minute): Synchronised (Clock Master)

D-LINK

Green

Data link status indication

OFF: Not established
ON: Established

Maximum Cabling Distance of Extension Connection

The maximum length of the extension cable that connects the PRI30 cards is shown below:
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3.7.10 PRI23 Card (KX-TDA0290)

3.7.10 PRI23 Card (KX-TDA0290)

Function

1-port ISDN Primary Rate Interface card (23B channels). NI (North American standard ISDN protocol)
compliant.

LEDs [I
RJ45 %JE

To NT1/Extension 4

N\
%

Accessories and User-supplied Items

Accessories (included): Ferrite core x 1
User-supplied (not included): RJ45 connector

CAUTION

* When connecting this optional service card to the trunk, connect through an NT1; do not connect to
the U interface of the trunk directly.
* PRI ports are SELV ports and should only be connected to SELV services.

Notice

When connecting the RJ45 connector, attach the included ferrite core (except in Canada, where the ferrite
core is not necessarily required). Refer to "3.2.15 Attaching a Ferrite Core".

Note

* This optional service card can be used for either trunk or extension connection, by setting the A/B
switch or using the connector with appropriate pin assignments.

* To confirm the trunk connection, refer to "Confirming the Trunk Connection" in "3.15.1 Starting the
PBX".

Switch Settings

Switch Type Usage and Status Definition

A/B Slide Select A (default) for trunk or B for extension use.
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3.7.10 PRI23 Card (KX-TDA0290)

Pin Assignments
RJ45 Connector for Trunk Use

No. Signal Name Level [V] Function
" 1 RX+ (+) Receive data (+)
2 RX- () Receive data (-)
L1 3 Reserved - -
4 TX- () Transmit data (-)
5 TX+ (+) Transmit data (+)
6-8 Reserved - -

RJ45 Connector for Extension Use

No. Signal Name Level [V] Function
| o 1 TX- () Transmit data (-)
2 TX+ (+) Transmit data (+)
L1 3 Reserved - -
4 RX+ (+) Receive data (+)
5 RX- (-) Receive data (-)
6-8 Reserved - -

LED Indications

Indication Colour Description

CARD STATUS | Green/Red Card status indication

* OFF: Power Off

* Green ON: Normal (all ports are idle)

* Green Flashing (60 times per minute): Normal (a port is in use)
* Red ON: Fault (includes reset)

* Red Flashing (60 times per minute): Out of Service

SYNC-ERR Red Non-synchronisation status indication
* OFF: Normal
*  ON: Out of synchronisation

RAI Red RAI signal status indication
* OFF: Normal

* ON: Alarm (Clock Slave)
* Flashing (60 times per minute): Alarm (Clock Master)

AlIS Red AIS status indication
* OFF: Normal
* ON: Alarm
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3.7.10 PRI23 Card (KX-TDA0290)

Indication Colour Description
SYNC Green Synchronisation status indication

* OFF: Not synchronised

*  ON: Synchronised

* Flashing (60 times per minute): Synchronised (Clock Master)
D-LINK Green Data link status indication

* OFF: Not established

* ON: Established

Maximum Cabling Distance of Extension Connection

The maximum length of the extension cable that connects the PRI23 cards is shown below:

Diameter Maximum Distance

0.5 mm:

200m
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3.7.11 IP-GW4E Card (KX-TDA0484)

3.7.11 IP-GWA4E Card (KX-TDA0484)

Function
4-channel VolP gateway card. Compliant with VolP H.323 V.2 protocol, and ITU-T G.729a, G.723.1, and G.

711 codec methods.
/

LEDs [I

RJ45 ~
(10BASE-T/100BASE-TX) ﬁﬂ

To private IP network ~

i

5

Accessories and User-supplied Items

Accessories (included): CD-ROM (including documentation for web programming) x 1
User-supplied (not included): RJ45 connector

Note

* The maximum length of the cable to be connected to this optional service card is 100 m.

* The IP-GW4E card occupies the space of only 1 free slot when it is installed in the PBX.

* For programming instructions and other information about the IP-GWA4E card, refer to the
documentation for the IP-GWA4E card. To programme the IP-GWA4E card, use the web programming
designed for the IP-GW4E card.

* To confirm the trunk connection, refer to "Confirming the Trunk Connection" in "3.15.1 Starting the
PBX".

Pin Assignments
RJ45 Connector (10BASE-T/100BASE-TX)

No. Signal Name Input (I)/Output (O) Function
" 1 TPO+ @) Transmit data+
2 TPO- O Transmit data-
L1 3 TPI+ I Receive data+

4-5 Reserved - -

6 TPI- | Receive data-

7-8 Reserved - -

172 Installation Manual



3.7.11 IP-GW4E Card (KX-TDA0484)

LED Indications

Indication Colour Description

CARD STATUS | Green/Red Card status indication

*  OFF: Power Off

e Green ON: Normal (all ports are idle)

* Green Flashing (60 times per minute): Normal (a port is in use)
* Red ON: Fault (includes reset)

* Red Flashing (60 times per minute): Out of Service

ONLINE Green On-line status indication

*  ON: On-line mode

¢ OFF: Off-line mode

* Flashing: Maintenance mode

Note
If the LINK indicator is OFF, the ONLINE indicator will also be OFF.

ALARM Red Alarm indication
* OFF: Normal
¢ ON: Alarm

VoIP BUSY Green VolIP (H.323) process indication
* OFF: VolIP process inactive
* ON: VolP process active

LINK Green Link status indication
* OFF: Connection error
*  ON: Normal connection

DATA Green Data transmission indication
¢ OFF: No data transmitted
* ON: Data transmitting
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3.7.12 IP-GW16 Card (KX-TDA0490)

3.7.12 IP-GW16 Card (KX-TDA0490)

Function

16-channel VolP gateway card. Compliant with VolP H.323 V.2 protocol, and ITU-T G.729a, G.723.1, and G.
711 codec methods.

LEDs H
RJ45

(10BASE-T/100BASE-TX /3
Full Duplex) g/@

To private IP network ~

i

Accessories and User-supplied Items

Accessories (included): Ferrite core x 1, CD-ROM (including documentation for web programming) x 1
User-supplied (not included): RJ45 connector

Note

* The maximum length of the cable to be connected to this optional service card is 100 m.

*  When connecting the RJ45 connector, attach the included ferrite core. Refer to "3.2.15 Attaching a
Ferrite Core".

* For programming instructions and other information about the IP-GW16 card, refer to the
documentation for the IP-GW16 card. To programme the IP-GW16 card, use the web programming
designed for the IP-GW16 card.

* To confirm the trunk connection, refer to "Confirming the Trunk Connection" in "3.15.1 Starting the
PBX".

Pin Assignments
RJ45 Connector (10BASE-T/100BASE-TX)

No. Signal Name Input (I)/Output (O) Function
| & 1 TPO+ @) Transmit data+
2 TPO- O Transmit data-
L1 3 TPI+ I Receive data+

4-5 Reserved - -

6 TPI- | Receive data-

7-8 Reserved - -
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3.7.12 IP-GW16 Card (KX-TDA0490)

LED Indications

Indication Colour Description

CARD STATUS | Green/Red Card status indication

*  OFF: Power Off

e Green ON: Normal (all ports are idle)

* Green Flashing (60 times per minute): Normal (a port is in use)
* Red ON: Fault (includes reset)

* Red Flashing (60 times per minute): Out of Service

ONLINE Green On-line status indication

*  ON: On-line mode

¢ OFF: Off-line mode

* Flashing: Maintenance mode

Note
If the LINK indicator is OFF, the ONLINE indicator will also be OFF.

ALARM Red Alarm indication
* OFF: Normal
¢ ON: Alarm

VoIP BUSY Green VolIP (H.323) process indication
* OFF: VolIP process inactive
* ON: VolP process active

LINK Green Link status indication
* OFF: Connection error
*  ON: Normal connection

DATA Green Data transmission indication
¢ OFF: No data transmitted
* ON: Data transmitting
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3.8.1 CSIF4 Card (KX-TDA0143) and CSIF8 Card (KX-TDA0144)

3.8 Information about the Physical Extension Cards

3.8.1 CSIF4 Card (KX-TDA0143) and CSIF8 Card (KX-TDA0144)

Function

CSIF4: 4-port CS interface card for 4 CSs.
CSIF8: 8-port CS interface card for 8 CSs.

)
LED ]

ol

RJ45 r%
(LINE 1 to LINE 8) >
To CS 4~ {

7

@r/_

Accessories and User-supplied Items

Accessories (included): none
User-supplied (not included): RJ45 connector

CAUTION

Make sure that the status of all the CSs connected to the CSIF cards are set to in-service (INS). For
information about how to view CS information using the Maintenance Console, refer to

"2.6.15 Utility—CS Information" in the PC Programming Manual. If there is a CS in out-of-service (OUS)
status, make sure that it is securely connected to the CSIF card. If the CS remains in OUS status, there

may be a fault with the connection. Do not leave the connected CS in OUS status since it may cause severe
damage to the CSIF card.

Note

* LINE 5 to LINE 8 are for CSIF8 card only.

* When using the CSIF4 card, please note that the PBX software will recognise the CSIF4 card as the

CSIF8 card. As a result, 8 cell stations may appear to be available; however, only 4 cell stations are
supported by the CSIF4 card.

*  For details about connecting CSs, refer to the Quick Installation Guide for the relevant CS.
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3.8.1 CSIF4 Card (KX-TDA0143) and CSIF8 Card (KX-TDA0144)

Pin Assignments
RJ45 Connector

No. Signal Name Function
" 1-2 Reserved -
3 D1 Data port (High)
L4 4 POWH Power (High)
5 POWL Power (Low)
6 D2 Data port (Low)
7-8 Reserved -

LED Indications

Indication Colour Description

CARD STATUS | Green/Red Card status indication

*  OFF: Power Off

e Green ON: Normal (all ports are idle)

* Green Flashing (60 times per minute): Normal (a port is in use)
* Red ON: Fault (includes reset)

* Red Flashing (60 times per minute): Out of Service
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3.8.2 DHLC8 Card (KX-TDA0170)

3.8.2 DHLCS8 Card (KX-TDA0170)

Function

8-port digital hybrid extension card for DPTs, APTs, SLTs, DSS consoles, and PT-interface CSs, with 2 power
failure transfer (PFT) ports.

LED

Amphenol

To extensions

Accessories and User-supplied Items

Accessories (included): Screws x 2, Ferrite core x 1
User-supplied (not included): Amphenol connector

Note

* Attach the included ferrite core to the cable. Refer to "3.2.15 Attaching a Ferrite Core".
* To connect the Amphenol connector, refer to "3.2.16 Fastening an Amphenol Connector".
* For details about power failure transfer, refer to "3.14.1 Power Failure Connections".

Pin Assignments

Amphenol Connector

No. Signal Function No. Signal Function
Name Name
50_25 1 RA SLT Ring port 1 26 TA SLT Tip port 1
2 D2A PT Data port 1 27 D1A PT Data port 1
(Low) (High)
3 Reserved - 28 Reserved -
4 RB SLT Ring port 2 29 TB SLT Tip port 2
26\1 5 D2B PT Data port 2 30 D1B PT Data port 2
(Low) (High)
6 Reserved - 31 Reserved -
7 RC SLT Ring port 3 32 TC SLT Tip port 3
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3.8.2 DHLC8 Card (KX-TDA0170)

No. Signal Function No. Signal Function
Name Name

8 D2C PT Data port 3 33 D1C PT Data port 3
(Low) (High)

9 Reserved - 34 Reserved -

10 RD SLT Ring port 4 35 TD SLT Tip port 4

11 D2D PT Data port 4 36 D1D PT Data port 4
(Low) (High)

12 Reserved - 37 Reserved -

13 RE SLT Ring port 5 38 TE SLT Tip port 5

14 D2E PT Data port 5 39 D1E PT Data port 5
(Low) (High)

15 Reserved - 40 Reserved -

16 RF SLT Ring port 6 41 TF SLT Tip port 6

17 D2F PT Data port 6 42 D1F PT Data port 6
(Low) (High)

18 Reserved - 43 Reserved -

19 RG SLT Ring port 7 44 TG SLT Tip port 7

20 D2G PT Data port 7 45 D1G PT Data port 7
(Low) (High)

21 Reserved - 46 Reserved -

22 RH SLT Ring port 8 47 TH SLT Tip port 8

23 D2H PT Data port 8 48 D1H PT Data port 8
(Low) (High)

24-25 Reserved - 49-50 Reserved -

LED Indications
Indication Colour Description
CARD STATUS | Green/ Card status indication
Orange/Red | » OFF: Power Off

* Green ON: Normal (all ports are idle)

* Green Flashing (60 times per minute): Normal (a port is in use)

* Orange Flashing: Detection of PT-interface CS connection (when
starting up the PT-interface CS)

* Red ON: Fault (includes reset)

* Red Flashing (60 times per minute): Out of Service
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3.8.3 DLC8 Card (KX-TDA0171)

3.8.3 DLC8 Card (KX-TDA0171)

Function

8-port digital extension card for DPTs, DSS consoles, and PT-interface CSs.

LED

Amphenol

8

T —

To extensions

Accessories and User-supplied Items

Accessories (included): Screws x 2, Ferrite core x 1
User-supplied (not included): Amphenol connector

Note

* Attach the included ferrite core to the cable. Refer to "3.2.15 Attaching a Ferrite Core".
* To connect the Amphenol connector, refer to "3.2.16 Fastening an Amphenol Connector".

Pin Assignments

Amphenol Connector

No. Signal Function No. Signal Function
Name Name

50_25 1 Reserved - 26 Reserved -
2 D2A Data port 1 (Low) | 27 D1A Data port 1 (High)
3-4 Reserved - 28-29 Reserved -
5 D2B Data port 2 (Low) | 30 D1B Data port 2 (High)
6-7 Reserved - 31-32 Reserved -

~—

% 1 8 D2C Data port 3 (Low) | 33 D1C Data port 3 (High)
9-10 Reserved - 34-35 Reserved -
11 D2D Data port 4 (Low) | 36 D1D Data port 4 (High)
12-13 Reserved - 37-38 Reserved -
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3.8.3 DLC8 Card (KX-TDA0171)

No. Signal Function No. Signal Function
Name Name
14 D2E Data port 5 (Low) | 39 D1E Data port 5 (High)
15-16 | Reserved - 40-41 Reserved -
17 D2F Data port 6 (Low) | 42 D1F Data port 6 (High)
18-19 | Reserved - 43-44 | Reserved -
20 D2G Data port 7 (Low) | 45 D1G Data port 7 (High)
21-22 | Reserved - 46-47 | Reserved -
23 D2H Data port 8 (Low) | 48 D1H Data port 8 (High)
24-25 | Reserved - 49-50 | Reserved -
LED Indications
Indication Colour Description
CARD STATUS | Green/ Card status indication

Orange/Red | » OFF: Power Off

* Green ON: Normal (all ports are idle)

* Green Flashing (60 times per minute): Normal (a port is in use)

* Orange Flashing: Detection of PT-interface CS connection (when
starting up the PT-interface CS)

* Red ON: Fault (includes reset)

* Red Flashing (60 times per minute): Out of Service

Installation Manual 181



3.8.4 DLC16 Card (KX-TDA0172)

3.8.4 DLC16 Card (KX-TDA0172)

Function

16-port digital extension card for DPTs, DSS consoles, and PT-interface CSs.

LED

Amphenol

2=}

To extensions

Accessories and User-supplied Items

Accessories (included): Screws x 2, Ferrite core x 1
User-supplied (not included): Amphenol connector

Note

e Attach the included ferrite core to the cable. Refer to "3.2.15 Attaching a Ferrite Core".
* To connect the Amphenol connector, refer to "3.2.16 Fastening an Amphenol Connector".

Pin Assignments

Amphenol Connector

No. ﬁ:?mnzl Function No. 2;9'::' Function

50_25 1 D2A Data port 1 (Low) | 26 D1A Data port 1 (High)
2 D2B Data port 2 (Low) | 27 D1B Data port 2 (High)
3 D2C Data port 3 (Low) | 28 D1C Data port 3 (High)
4 D2D Data port 4 (Low) | 29 D1D Data port 4 (High)
5 D2E Data port 5 (Low) | 30 D1E Data port 5 (High)

2% 6 D2F Data port 6 (Low) | 31 D1F Data port 6 (High)
7 D2G Data port 7 (Low) | 32 D1G Data port 7 (High)
8 D2H Data port 8 (Low) | 33 D1H Data port 8 (High)
9 D2I Data port 9 (Low) | 34 D1l Data port 9 (High)
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3.8.4 DLC16 Card (KX-TDA0172)

No. Signal Function No. Signal Function
Name Name

10 D2J Data port 10 35 D1J Data port 10
(Low) (High)

11 D2K Data port 11 36 D1K Data port 11
(Low) (High)

12 D2L Data port 12 37 D1L Data port 12
(Low) (High)

13 D2M Data port 13 38 D1M Data port 13
(Low) (High)

14 D2N Data port 14 39 D1N Data port 14
(Low) (High)

15 D20 Data port 15 40 D10 Data port 15
(Low) (High)

16 D2P Data port 16 41 D1P Data port 16
(Low) (High)

17-25 | Reserved - 42-50 | Reserved -

LED Indications

Indication Colour Description
CARD STATUS | Green/ Card status indication
Orange/Red |« OFF: Power Off

e Green ON: Normal (all ports are idle)

* Green Flashing (60 times per minute): Normal (a port is in use)
* Orange Flashing: Detection of PT-interface CS connection (when

starting up the PT-interface CS)
* Red ON: Fault (includes reset)

* Red Flashing (60 times per minute): Out of Service
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3.8.5 SLC8 Card (KX-TDA0173)

3.8.5 SLC8 Card (KX-TDA0173)

Function

8-port extension card for SLTs with 2 power failure transfer (PFT) ports.

LED

Amphenol

Accessories and User-supplied Items

To extensions

Accessories (included): Screws x 2, Ferrite core x 1
User-supplied (not included): Amphenol connector

Note

* Attach the included ferrite core to the cable. Refer to "3.2.15 Attaching a Ferrite Core".
* To connect the Amphenol connector, refer to "3.2.16 Fastening an Amphenol Connector".
* For details about power failure transfer, refer to "3.14.1 Power Failure Connections".

Pin Assignments

Amphenol Connector

No. Signal Name | Function No. Signal Name | Function
50_25 1 RA Ring port 1 26 TA Tip port 1
2-3 Reserved - 27-28 | Reserved -
4 RB Ring port 2 29 TB Tip port 2
5-6 Reserved - 30-31 Reserved -
7 RC Ring port 3 32 TC Tip port 3
~—
% 1 8-9 Reserved - 33-34 | Reserved -
10 RD Ring port 4 35 TD Tip port 4
11-12 | Reserved - 36-37 | Reserved -
13 RE Ring port 5 38 TE Tip port 5
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3.8.5 SLC8 Card (KX-TDA0173)

No. Signal Name | Function No. Signal Name | Function
14-15 | Reserved - 39-40 | Reserved -
16 RF Ring port 6 41 TF Tip port 6
17-18 | Reserved - 42-43 | Reserved -
19 RG Ring port 7 44 TG Tip port 7
20-21 Reserved - 45-46 | Reserved -
22 RH Ring port 8 47 TH Tip port 8
23-25 | Reserved - 48-50 | Reserved -
LED Indications

Indication Colour Description

CARD Green/Red Card status indication

STATUS *  OFF: Power Off

* Green ON: Normal (all ports are idle)

* Red ON: Fault (includes reset)

* Green Flashing (60 times per minute): Normal (a port is in use)

* Red Flashing (60 times per minute): Out of Service
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3.8.6 EXT-CID Card (KX-TDA0168)

3.8.6 EXT-CID Card (KX-TDA0168)

Function
Sends Caller ID signals (FSK) to extension ports. To be mounted on the SLC8 card only.

SLC8 Card inside

\ ~. Screw
@ / T e —
| N

.
EXT-CID Card ™-__

®
Accessories and User-supplied Items

Accessories (included): Screws x 2
User-supplied (not included): none
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3.8.7 CSLC16 Card (KX-TDA0177), ESLC16 Card (KX-TDA6174), EMSLC16 Card (KX-TDA6175), ECSLC24 Card (KX-
TDA6178), and EMSLC24 Card (KX-TDA6179)

3.8.7 CSLC16 Card (KX-TDA0177), ESLC16 Card (KX-TDA6174),
EMSLC16 Card (KX-TDA6175), ECSLC24 Card (KX-TDA6178), and
EMSLC24 Card (KX-TDA6179)

Function
CSLC16: 16-port extension card for SLTs with Caller ID (FSK) and 4 power failure transfer (PFT)
ports.
ESLC16: 16-port extension card for SLTs with 4 power failure transfer (PFT) ports.

EMSLC16: 16-port extension card for SLTs with Message Waiting Lamp control and 4 power failure
transfer (PFT) ports. Maximum power output of 160 V/90 V (open voltage with no external
load) for Message Waiting Lamp control.

ECSLC24: 24-port extension card for SLTs with Caller ID (FSK) and 4 power failure transfer (PFT)
ports. Can only be installed in shelves in which a PSU-L is installed.

EMSLC24: 24-port extension card for SLTs with Caller ID (FSK), Message Waiting Lamp control, and
4 power failure transfer (PFT) ports. Maximum power output of 90 V (open voltage with no
external load) for Message Waiting Lamp control. Can only be installed in shelves in which
a PSU-L is installed. Requires 20 seconds per card to start up.

lED — &

Amphenol

To extensions

Accessories and User-supplied Items

Accessories (included): Screws x 2, Ferrite core x 1
User-supplied (not included): Amphenol connector

Note

* Panasonic SLT with Message Waiting Lamp (e.g., KX-T7710) is recommended for connection to
EMSLC cards.
For users in Canada, when connecting to the EMSLC24 card, use the KX-T7716 since the Message
Waiting Lamp of the KX-T7710 will not turn on.

» Attach the included ferrite core to the cable. Refer to "3.2.15 Attaching a Ferrite Core".

* To connect the Amphenol connector, refer to "3.2.16 Fastening an Amphenol Connector".

* For details about power failure transfer, refer to "3.14.1 Power Failure Connections".
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3.8.7 CSLC16 Card (KX-TDA0177), ESLC16 Card (KX-TDA6174), EMSLC16 Card (KX-TDA6175), ECSLC24 Card (KX-
TDA6178), and EMSLC24 Card (KX-TDA6179)

* TouseaCSLC16 card, the Local Processor (LPR) software of the card must be version 2.000 or later.

* Touse an EMSLC24 card, the Local Processor (LPR) software of the card must be version 4.020 or
later and the PGMPR Software File Version must be 6.0000 or later.
* The EMSLC24 card is not available with KX-TDAG600 PBXs.

Pin Assignments

Amphenol Connector

188

No. Signal Name | Function No. Signal Name | Function

50 25 1 RA Ring port 1 26 TA Tip port 1
2 RB Ring port 2 27 B Tip port 2
3 RC Ring port 3 28 TC Tip port 3
4 RD Ring port 4 29 TD Tip port 4
5 RE Ring port 5 30 TE Tip port 5

—

% 1 6 RF Ring port 6 31 TF Tip port 6
7 RG Ring port 7 32 TG Tip port 7
8 RH Ring port 8 33 TH Tip port 8
9 RI Ring port 9 34 TI Tip port 9
10 RJ Ring port 10 35 TJ Tip port 10
11 RK Ring port 11 36 TK Tip port 11
12 RL Ring port 12 37 TL Tip port 12
13 RM Ring port 13 38 ™ Tip port 13
14 RN Ring port 14 39 TN Tip port 14
15 RO Ring port 15 40 TO Tip port 15
16 RP Ring port 16 41 TP Tip port 16
17 RQ Ring port 17 42 TQ Tip port 17
18 RR Ring port 18 43 TR Tip port 18
19 RS Ring port 19 44 TS Tip port 19
20 RT Ring port 20 45 TT Tip port 20
21 RU Ring port 21 46 TU Tip port 21
22 RV Ring port 22 47 TV Tip port 22
23 RW Ring port 23 48 TW Tip port 23
24 RX Ring port 24 49 X Tip port 24
25 Reserved - 50 Reserved -
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3.8.7 CSLC16 Card (KX-TDA0177), ESLC16 Card (KX-TDA6174), EMSLC16 Card (KX-TDA6175), ECSLC24 Card (KX-
TDA6178), and EMSLC24 Card (KX-TDA6179)

LED Indications

Indication

Colour

Description

CARD STATUS

Green/Red

Card status indication
*  OFF: Power Off
e Green ON: Normal (all ports are idle)

* Green Flashing (60 times per minute): Normal (a port is in use)

* Red ON: Fault (includes reset)

* Red Flashing (60 times per minute): Out of Service

Installation Manual

189



3.8.8 IP-EXT16 Card (KX-TDA0470)

3.8.8 IP-EXT16 Card (KX-TDA0470)

Function
16-channel VolP extension card. Compliant with Panasonic proprietary protocol, and ITU-T G.729a and G.711

codec methods.

LEDs H
RJ45 Zi
(10BASE-T/100BASE-TX -
Full Duplex) %
To LAN 4~
\‘\l

Accessories and User-supplied Items

Accessories (included): Ferrite core x 1
User-supplied (not included): RJ45 connector

Note

* The maximum length of the cable to be connected to this optional service card is 100 m.

* When connecting the RJ45 connector, attach the included ferrite core. Refer to "3.2.15 Attaching a
Ferrite Core".

* Portions of this product contains software of Datalight, Inc. Copyright 1993—2000 Datalight,Inc., All
Rights Reserved.

Pin Assignments
RJ45 Connector (10BASE-T/100BASE-TX)

No. Signal Name Input (I)/Output (O) Function
" 1 TPO+ O Transmit data+
2 TPO- O Transmit data-
L4 3 TPI+ I Receive data+

4-5 Reserved - -

6 TPI- | Receive data-

7-8 Reserved - -
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LED Indications

3.8.8 IP-EXT16 Card (KX-TDA0470)

Indication Colour Description
CARD STATUS | Green/Red Card status indication
*  OFF: Power Off
e Green ON: Normal (all ports are idle)
* Green Flashing (60 times per minute): Normal (a port is in use)
* Red ON: Fault (includes reset)
* Red Flashing (60 times per minute): Out of Service
ONLINE Green On-line status indication
* ON: At least one portis in use (an IP-PT is connected)
* OFF: No ports are in use (no IP-PTs are connected)
Note
If the LINK indicator is OFF, the ONLINE indicator will also be OFF.
ALARM Red Alarm indication
* OFF: Normal
*  ON: Alarm
VolP BUSY Green Panasonic proprietary VolP protocol process indication
* OFF: VolIP process inactive
* ON: VolP process active
LINK Green Link status indication
* OFF: Connection error
*  ON: Normal connection
DATA Green Data transmission indication
* OFF: No data transmitted
*  ON: Data transmitting
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3.9.1 OPB3 Card (KX-TDA0190)

3.9 Information about the Other Physical Cards

3.9.1 OPB3 Card (KX-TDA0190)

Function

Optional 3-slot base card for mounting a maximum of 3 optional service cards from the following:
* DPH4 card

* DPH2 card
e EIO4 card
e MSG4 card

e ESVM2 card
* ESVM4 card

LED

& &

88

—77
%_'7/"_'7 1" l@
&

Accessories and User-supplied Items

Accessories (included): none
User-supplied (not included): none

WARNING

A lithium battery is used in OPB3 card. There is a risk of explosion if the battery is replaced with
the incorrect type. Dispose of used batteries according to the manufacturer's instructions.

LED Indications

Indication Colour Description

CARD STATUS | Green/Red Card status indication

*  OFF: Power Off

e Green ON: Normal (all ports are idle)

* Green Flashing (60 times per minute): Normal (a port is in use)
* Red ON: Fault (includes reset)

* Red Flashing (60 times per minute): Out of Service
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3.9.2 DPH4 Card (KX-TDA0161)

3.9.2 DPH4 Card (KX-TDA0161)

Function

4-port doorphone card for 4 doorphones and 4 door openers. To be mounted on the OPB3 card.

Fully insert the connectors through

} the panel openings.

&ein . Screw
o) “ @ 2
;{@j To doorphones ‘ g 'ﬁ’/@\/\’\*;@
@ > To door openers ‘ L’: \~\\\§ )
o = 10-pin [:: i
Sl
o @ E|

|

Accessories and User-supplied Items

Accessories (included): Screws x 3, 10-pin terminal block x 1, 8-pin terminal block x 1
User-supplied (not included): Copper wire

//
ﬁﬂEL?_T”Hf_T”HF*T*7”l§

Note

For details about connection to doorphones and door openers, refer to "3.11.1 Connection of Doorphones,
Door Openers, External Sensors, and External Relays".
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3.9.2 DPH4 Card (KX-TDA0161)

Pin Assignments

8-pin Terminal Block

194

No. Signal Name | Function
1 1 DP4 Doorphone 4 transmit
% 2 com4 Doorphone 4 receive
% 3 DP3 Doorphone 3 transmit
% 4 com3 Doorphone 3 receive
5 DP2 Doorphone 2 transmit
6 com2 Doorphone 2 receive
7 DP1 Doorphone 1 transmit
8 com1 Doorphone 1 receive
10-pin Terminal Block
No. Signal Name | Function
1 1-2 Reserved -
E 3 OP4b Door opener 4
E 4 OP4a Door opener 4 com
% 5 OP3b Door opener 3
10 6 OP3a Door opener 3 com
7 OP2b Door opener 2
8 OP2a Door opener 2 com
9 OP1b Door opener 1
10 OP1a Door opener 1 com
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3.9.3 DPH2 Card (KX-TDA0162)

3.9.3 DPH2 Card (KX-TDA0162)

Function
2-port doorphone card for 2 German-type doorphones and 2 door openers. To be mounted on the OPB3 card.

o
=]

Fully insert the connectors through

( } the panel openings.
(

EL:: Screw
To doorphones/ ‘ % Ny

Je { \

[:: o > door openers ‘% © e
[ s = 10-pin %

l -

\\L

e

Accessories and User-supplied Items

Accessories (included): Screws x 3, 10-pin terminal block x 1, 8-pin terminal block x 1
User-supplied (not included): Copper wire

Note

For details about connection to doorphones and door openers, refer to "3.11.1 Connection of Doorphones,
Door Openers, External Sensors, and External Relays".
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3.9.3 DPH2 Card (KX-TDA0162)

Pin Assignments

196

8-pin Terminal Block

Proprietary

Standard

No. Signal Name | Signal Name Function
1 1 Path_2b b (2) Doorphone 2 transmit
E 2 Path_2a a(2) Doorphone 2 receive
E 3 Call_2b RT b (2) Doorphone 2 call button
% 4 Call_2a RT a (2) Doorphone 2 call button com
5 Path_1b b (1) Doorphone 1 transmit
6 Path_1a a(1) Doorphone 1 receive
7 Call_1b RT b (1) Doorphone 1 call button
8 Call_1a RTa (1) Doorphone 1 call button com
10-pin Terminal Block
NO. | Signal Name | Signal Name | FunCtion
1 1-2 Reserved Reserved -
E 3 OP2b TO b (2) Door opener 2
E 4 OP2a TO a (2) Door opener 2 com
% 5 OP1b TO b (1) Door opener 1
10 6 OP1a TOa (1) Door opener 1 com
7 DC2b TS b (2) Doorphone control 2
8 DC2a TS a (2) Doorphone control 2 com
9 DC1b TSb (1) Doorphone control 1
10 DC1a TS a (1) Doorphone control 1 com
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3.9.3 DPH2 Card (KX-TDA0162)

Connection Diagram for German-type Doorphones and Door Openers

German-type Doorphone 2

BL: Light
RT: Call Button
OP: Door Opener Connection Terminal
DC: Doorphone Current Supply Control Terminal
Path: Doorphone Call Path
0 : Speaker
a : Microphone
“I, : Shield

NPT

X+ Adaptor

.- - % e 4—‘

4 ‘

|

‘

jﬂ ot Adaptor :
OPta |

NPy
o
Q
®
4
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3.9.4 E104 Card (KX-TDA0164)

3.9.4 EIO4 Card (KX-TDA0164)

Function

4-port external input/output card. To be mounted on the OPB3 card.

a
=

Fully insert the connectors through
the panel openings.

] 8-pin o Screw
G lFe~.
[:[‘% To external sensors ‘%1% - S ‘
[ & > To external relays 48 [": ‘\\\‘\‘\ e
[@., = 10-pin [e@ = B
E 1™
. f%
o N
e e

Accessories and User-supplied Items

Accessories (included): Screws x 3, 10-pin terminal block x 1, 8-pin terminal block x 1
User-supplied (not included): Copper wire

Note

For details about connection to external sensors and external relays, refer to "3.11.1 Connection of
Doorphones, Door Openers, External Sensors, and External Relays".
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3.9.4 EI04 Card (KX-TDA0164)

Pin Assignments

8-pin Terminal Block

No. Signal Name Function
1 1 C4b Control 4
E 2 Cda Control 4 com
E 3 C3b Control 3
% 4 C3a Control 3 com
5 C2b Control 2
6 C2a Control 2 com
7 C1b Control 1
8 C1a Control 1 com

10-pin Terminal Block

No. Signal Name Function
1 1-2 Reserved -
E 3 OP4b Opener 4
E 4 OP4a Opener 4 com
% 5 OP3b Opener 3
10 6 OP3a Opener 3 com
7 OP2b Opener 2
8 OP2a Opener 2 com
9 OP1b Opener 1
10 OP1a Opener 1 com
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3.9.4 E104 Card (KX-TDA0164)

External Sensor

Power to the external sensor is provided from the EIO4 card and must be grounded through the EIO4 card as
indicated in the diagram below. A pair of "sensor" and "common" lines are connected to the EIO4 card for each
external sensor. The PBX detects input from the sensor when the signal is under 100 Q.

Connection Diagram

External Sensor

sensor .
\I./
A
\1/
|

common

External Relay
Current Limit: 24 V DC/30 V AC, 1 A maximum
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3.9.5 MSG4 Card (KX-TDA0191)

3.9.5 MSG4 Card (KX-TDA0191)

Function

4-channel message card. To be mounted on the OPB3 card.

=7
%_'7/"_'7 g r—7 "~ I@

Accessories and User-supplied Items

Accessories (included): Screws x 3
User-supplied (not included): none
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3.9.6 ESVM2 Card (KX-TDA0192) and ESVM4 Card (KX-TDA0194)

3.9.6 ESVM2 Card (KX-TDA0192) and ESVM4 Card (KX-TDA0194)

Function

ESVM2: 2-channel simplified voice message card for Built-in Simplified Voice Message feature. Also
supports MSG card features. To be mounted on the OPB3 card.

ESVM4: 4-channel simplified voice message card for Built-in Simplified Voice Message feature. Also
supports MSG card features. To be mounted on the OPB3 card.

Q%{

\-/inside

S=EI]

=77 ‘
%_'7/"_'7 g rij°~ ’E
&

Accessories and User-supplied Items

Accessories (included): Screws x 3
User-supplied (not included): none

CAUTION

When installing/uninstalling an ESVM card, be careful not to damage the chips around the connection
parts. Doing so may cause severe damage to the ESVM card.

Notice

*  When replacing an ESVM card, ensure that the status of the OPB3 card is In Service (INS), and then
initialise the ESVM card. For details about the initialisation procedure, refer to "2.5.5 Tool—Simplified
Voice Message—Delete All Recording" in the PC Programming Manual.

*  When installing an ESVM card for the first time on an OPB3 card that is already installed in the PBX,
do not remove the OPB3 card from the PBX until the card status becomes INS.

* Afterinstalling the OPB3 card, with an ESVM card mounted, for the first time, do not remove the
OPB3 card from the PBX until the card status becomes INS.

Note

When using an ESVM card for the SVM feature, it must be mounted on sub-slot 3 (highest slot) of the
OPB3 card.
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3.9.7 EECHO16 Card (KX-TDA6166)

3.9.7 EECHO16 Card (KX-TDA6166)

Function

16-channel card for echo cancellation during conferences.

LED

Accessories and User-supplied Items

Accessories (included): none
User-supplied (not included): none

Note

To establish a conference call involving 6 to 8 parties, install an EECHO16 card and enable echo
cancellation for conferences using the Maintenance Console. For details, refer to "Echo
Cancel—Conference" in "4.18 [2-9] System Options" of the PC Programming Manual.

LED Indications

Indication Colour Description

CARD STATUS | Green/Red Card status indication

* OFF: Power Off

* Green ON: Normal (all ports are idle)

* Green Flashing (60 times per minute): Normal (a port is in use)
* Red ON: Fault (includes reset)

* Red Flashing (60 times per minute): Out of Service
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3.10.1 Maximum Cabling Distances of the Extension Wiring (Twisted Cable)

3.10 Connection of Extensions

3.10.1 Maximum Cabling Distances of the Extension Wiring
(Twisted Cable)

5 Cable Maximum Distance : PT-interface CS
: 2 0.4 mm: 222 m :
: 2 0.5 mm: 347 m
E 2 0.6 mm: 500 m .
E‘ CAT 5: 347 m ‘;
Cable Maximum Distance . KX-DT300 Series DPT
2 0.4 mm: 500 m :
2 0.5 mm: 720 m
2 0.6 mm: 830m
L CAT 5: 720 m _
Cable Maximum Distance ! KX-T7600 Series DPT
@ 0.4 mm: 500 m :
2 0.5 mm: 720 m
2 0.6 mm: 830 m
CAT 5: 720 m %
! Other PT (DPT/APT)
Cable Maximum Distance | and DSS Console
2 0.4 mm: 140 m :
2 0.5 mm: 229 m
2 0.6 mm: 360m
g CAT 5: 229 m
: Cable Maximum Distance
§ 2 0.4 mm: 698 m
5 2 0.5 mm: 1128 m
| 2 0.6 mm: 1798 m
5‘ CAT 5: 1128 m

Notice

If the cabling distance exceeds the maximum cabling distance above, satisfactory performance of each
terminal cannot be guaranteed.
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3.10.1 Maximum Cabling Distances of the Extension Wiring (Twisted Cable)

PT-interface

DSS

cs DPT APT Console SLT
DHLCS8 Card v v v v v
EMSLC16, EMSLC24,
ESLC16, ECSLC24, v
CSLC16, SLC8 Cards
DLC16, DLC8 Cards v v v

"v" indicates that the extension card supports the terminal.
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3.10.2 Parallel Connection of the Extensions

3.10.2 Parallel Connection of the Extensions
Any SLT can be connected in parallel with an APT or a DPT as follows.

Note

In addition to an SLT, an answering machine, a fax machine or a modem (PC) can be connected in parallel
with an APT or a DPT.

With APT

For parallel connection, eXtra Device Port (XDP) mode must be disabled for that port through system
programming. Referto "1.11.9 Parallelled Telephone" and "2.1.1 Extension Port Configuration" in the Feature
Guide for further information.

To DHLCS8 card <

+ Modular
T-Adaptor

2-conductor wiring cord
Connect pins "T" and "R".

and "D2".

APT SLT

With DPT

Parallel mode or eXtra Device Port (XDP) mode can be selected through system programming.

If XDP mode is enabled through system programming, parallel connection is not possible. Refer to
"1.11.9 Parallelled Telephone" and "2.1.1 Extension Port Configuration" in the Feature Guide for further
information.
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3.10.2 Parallel Connection of the Extensions

Using a Modular T-Adaptor

To DHLCS8 card <

Modular
T-Adaptor

Connect pins "T" and "R".
4-conductor wiring cord l
Connect pins "D1"and —»
"D2".

+
T 2-conductor wiring cord

SLT

Using an EXtra Device Port
With KX-DT300 Series DPT (except KX-DT321)

To DHLCS8 card < B

2-conductor wiring cord

4-conductor wiring cord Connect pins "T" and "R".

Connect pins "T", "R",
"D1" and "D2".

TO MAIN UNIT TO TEL

L)
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3.10.2 Parallel Connection of the Extensions

With KX-T7600 Series DPT (except KX-T7665)

To DHLCS8 card <= B
4
I 2-conductor wiring cord

4-conductor wiring cord - nw
. C t T" and "R".
Connect pins "T","R", — onnee Tns an

"D1" and "D2".

To DHLCS8 card < B

2-conductor wiring cord
Connect pins "T" and "R".

4-conductor wiring cord
Connect pins "T", "R",
"D1" and "D2".

TO EMSS or TO MAIN UNIT
To DHLCS8 card

T— ==p To SLT
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3.10.3 Digital EXtra Device Port (Digital XDP) Connection

3.10.3 Digital EXtra Device Port (Digital XDP) Connection

A DPT can be connected to another DPT on the Digital XDP connection. In addition, if the DPT is connected
to a DHLCS8 card, it can also have an SLT connected in Parallel mode or XDP mode.

Note

e Both DPTs must be KX-DT300/KX-T7600 series DPTs (except KX-T7640). Note that the KX-T7667
can only be connected as a slave DPT.

* Bluetooth® Modules or USB Modules must not be connected to DPTs in the Digital XDP connection.

* Parallel mode or XDP mode can be selected through system programming.

* |f XDP mode is enabled through system programming, parallel connection is not possible. Refer to
"1.11.9 Parallelled Telephone" and "2.1.1 Extension Port Configuration" in the Feature Guide for
further information.

With KX-DT300 Series DPT
Using a Modular T-Adaptor

To DLC8/DLC16 card <=

®
To DHLCS card A Modular
(for connection of SLT) T-Adaptor 2-conductor wiring cord

44
DT Connect pins "T" and "R".

l

4-conductor wiring cord
Connect pins "D1" and "D2".

l'

4-conductor wiring cord
Connect pins "D1" and
llD2ll'

Slave DPT
Maximum Distance fm—m—— TO MAIN UNIT :
30m T I PABX

50 m
60 m
50 m

Master DPT Slave DP

TO MAIN UNIT
/ PABX

} !
To DLC8/DLC16 card

. 7]
: To DHLCS8 card
: (for connection of SLT) '
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3.10.3 Digital EXtra Device Port (Digital XDP) Connection

210

Using an EXtra Device Port

To DLC8/DLC16 card @4@
@
4

To DHLCS8 card 4-conductor wiring cord
(for connection of SLT) Connect pins "T", "R",  2-conductor wiring cord
"D1" and "D2". Connect pins "T" and "R".

4-conductor wiring cord

l

Connect pins "T", "R",
"D1" and "D2".
Master DPT Slave DPT SLT
Maximum Distance TO MAIN UNIT :
30m — / PABX| :
50 m :

60 m
50 m

Master DPT

TO MAIN UNIT
/ PABX

To DLC8/DLC16 card To SLT

O
To DHLCS8 card
‘ (for connection of SLT) '

Installation Manual



3.10.3 Digital EXtra Device Port (Digital XDP) Connection

With KX-T7600 Series DPT (except KX-T7600E Series)
Using a Modular T-Adaptor

To DLC8/DLC16 card <

Or}
To DHLCS card é Modular
(for connection of SLT) 44 T-Adaptor 2-conductor wiring cord
UT Connect pins "T" and "R".
4-conductor wiring cord

4-conductor wiring cord Connect pins "D1" and "D2".

Connect pins "D1" and l

llD2||. i

SLT
Master DPT Slave DPT

! Back View of DPTs ;
5 TO MAIN UNIT]:

30m
50m
60 m

TO MAIN UNIT
/ PABX

Master DPT (] '
To DLC8/DLC16 card

®
; To DHLCS card
' (for connection of SLT)
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3.10.3 Digital EXtra Device Port (Digital XDP) Connection

Using an EXtra Device Port

To DLC8/DLC16 card @4@
@
4+

To DHLCS8 card
(for connection of SLT)

4-conductor wiring cord
Connect pins "T", "R",  2-conductor wiring cord
"D1" and "D2". Connect pins "T" and "R".

l l

4-conductor wiring cord

Connect pins "T", "R",

IID1" and "D2ll.
Master DPT Slave DPT SLT
\  Back View of DPTs :
TO MAIN UNIT

/ PABX]| !
Maximum Distance !
: : 3 . o 30m b : i
: 2 ) © 50m ‘

1| TO MAIN UNIT
1|/ PABX

Master DPT } }

i To DLC8/DLC16 card  To SLT

. A]
To DHLCS card
' (for connection of SLT)
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3.10.3 Digital EXtra Device Port (Digital XDP) Connection

With KX-T7600E Series DPT
Using a Modular T-Adaptor

To DLC8/DLC16 card <

o}
To DHLCS card Modular

(for connection of SLT) ‘ + T-Adaptor 2-conductor wiring cord
UT Connect pins "T" and "R".

l

4-conductor wiring cord
4-conductor wiring cord Connect pins "D1" and "D2".

Connect pins "D1" and "D2". - l

SLT

Master DPT Slave DPT

TO MAIN UNIT
/ PABX |

Cable Maximum Distance
04mm: 30m
05mm: 50m
20.6mm: 60m
50m

TO MAIN UNIT
/ PABX

Master DPT ! ] Slave DPT
To DLC8/DLC16 card

@
To DHLCS8 card
' (for connection of SLT)
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3.10.3 Digital EXtra Device Port (Digital XDP) Connection

214

Using an EXtra
Connecting to a

orJ

Device Port
Slave DPT

To DLC8/DLC16 card -4@
*
[]

To DHLCS card

(for connection of SLT)

4-conductor wiring cord
Connect pins "T", "R",

"D1" and "D2".

4-conductor wiring cord

Connect pins "T", "R", ’

l

2-conductor wiring cord
Connect pins "T" and "R".

l

"D1" and "D2".

Master DPT

Slave DPT

TO MAIN UNIT
/ PABX

g04mm: 30m
05mm: 50m
20.6mm: 60m
50m

Maximum Distance

Master DPT i
To DLC8/DLC16 card

O
To DHLCS card
(for connection of SLT)

TO MAIN UNIT
/ PABX
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3.10.3 Digital EXtra Device Port (Digital XDP) Connection

Connecting to a Master DPT

To DLC8/DLC16 card < B
@ 4
To DHLCS8 card ] B
(for connection of SLT) 4-conductor wiring cord
Connect pins "D1" and "D2".
4-conductor wiring cord ¢
Connect pins "T", "R",
IID1" and "D2ll.
Master DPT Slave DPT
2-conductor wiring cord =~ ———

Connect pins "T" and "R". @

SLT

Back View of DPTs

TO MAIN UNIT

To DLC8/DLC16 card

@
To DHLCS8 card
(for connection of SLT)

__——

To slave DPT <@m=

: Cable Maximum Distance
E 204mm: 30m
: 2 0.5mm: 50m
: 0.6 mm: 60m To SLT <= '
CAT 5: 50 m
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3.10.4 First Party Call Control CTl Connection

3.10.4 First Party Call Control CTlI Connection

CTI connection between a PC and a KX-DT343/KX-DT346/KX-T7633/KX-T7636 DPT provides first party call
control. The CTI connection is made via a USB interface (version 2.0), and uses the TAPI 2.1 protocol.
A USB Module must be connected to the DPTs.

Note

The operating system of the PC required for first party call control depends on your CTI application
software. For details, refer to the manual for your CTI application software.

KX-DT343/KX-DT346
USB Port USB Cable

USB Module

Note
The maximum length of the USB cable is 3 m.
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3.11.1 Connection of Doorphones, Door Openers, External Sensors, and External Relays

3.11 Connection of Doorphones, Door Openers,
External Sensors, and External Relays

3.11.1 Connection of Doorphones, Door Openers, External
Sensors, and External Relays

The PBX supports a maximum of 64 doorphones (KX-T30865/KX-T7765 with a DPH4 card, or German-type
doorphone with a DPH2 card), 64 door openers, 64 external sensors, and 64 external relays.

Note
Doorphones, door openers, external sensors, and external relays are user-supplied.

Maximum Cabling Distance

Cable Maximum Distance

A

Doorphone
2 0.4 mm: 70m !
2 0.5 mm: 113 m
2 0.6 mm: 180 m ; -
CAT 5: 113 m E

Door Opener

—

+ External Sensor/
+ External Relay Device

Installing the Doorphone (KX-T30865/KX-T7765)

Note
The illustrations shown in the installation procedure are based on the KX-T30865.

1. Loosen the screw to separate the doorphone into 2 halves.

Note for KX-T7765 Users
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3.11.1 Connection of Doorphones, Door Openers, External Sensors, and External Relays

When loosening/tightening the screw, do not scratch the cabinet wall with the driver shaft.

Cabinet Wall

2. Pass the wires through the hole in the base cover, and attach the base cover to a wall using 2 screws.

Screw ——&,

= To 8-pin terminal block

Note
Two kinds of screws are included with the doorphone. Please choose the appropriate kind for your wall
type.

Qo : when a doorphone plate has been fixed to the wall

OZEXSS} : when you wish to install the doorphone directly onto the wall

3. Connect the wires to the screws located in the back cover.

= To 8-pin terminal block

4, Re-attach the 2 halves and re-insert the screw.
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3.11.1 Connection of Doorphones, Door Openers, External Sensors, and External Relays

Connection

Use 8-pin and 10-pin terminal blocks (included with the card) for connection.

1. While pressing down on the hole at the top of the terminal block using a screwdriver, insert the wire into
the side hole as shown below. Repeat this procedure for other doorphones, door openers, external sensors,
and external relays.

Refer to "3.9.2 DPH4 Card (KX-TDA0161)", "3.9.3 DPH2 Card (KX-TDA0162)", and "3.9.4 EIO4 Card
(KX-TDAOQ164)" for pin assignments.

Doorphone

B

Door Opener

=

External Sensor/
' External Relay Device:

To doorphones/ ‘{
door openers/

external sensors/
external relays
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3.12.1 Connection of Peripherals

3.12 Connection of Peripherals

3.12.1 Connection of Peripherals

I R R b bbb ' Maximum Distance
: : 5m

Cable Maximum Distance

" 204mm: 10m
205mm: 10m
206 mm: 10m

MNT Port

| CAT 5: 10m

BGM/ Cable Maximum Distance
Music on Hold P 204mm: 10m
' 205mm: 10m

' 206mm: 10m

> | CAT5: 10
§ ¢ n= = == ]

Pager:

Amplifier/Speaker

Maximum Distance
2m RS-232C

=

[
Printer

PC (via MNT Port)

[oXoYoYoYava]

A PC can be connected to the PBX via the MNT port of the IPCEMPR card. It is used for system programming,

diagnostics and external system database storage (save/load) functions.

Pin Assignments

No. Signal Name Input (I)/Output (O) Function
" 1 TPO+ @) Transmit data+
2 TPO- 0] Transmit data-
L1 |3 TPI+ I Receive data+

4-5 Reserved - -

6 TPI- | Receive data-

7-8 Reserved - -
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3.12.1 Connection of Peripherals

BGM/MOH

The PBX provides Background Music and Music on Hold. Up to 2 external music sources (e.g., user-supplied
radios) can be connected to the PBX.

CAUTION

* Wiring should be done carefully to prevent undue force being exerted on the plug. Otherwise, sound
may only be heard intermittently.

e External Music Jacks are SELV ports and should only be connected to approved SELV devices, orin
Australia, via the Line Isolation Unit with the Telecommunications Compliance Label.
Note

When the PBX and external music sources are not connected to the same earth, hum noise may be induced
into Background Music and Music on Hold.

Pager

Up to 2 paging devices (user-supplied) can be connected to the PBX.

CAUTION

External Paging Jacks are SELV ports and should only be connected to approved SELV devices, or in
Australia, via the Line Isolation Unit with the Telecommunications Compliance Label.

PC/Printer (via RS-232C)

The PBX is equipped with an RS-232C interface. This interface provides communication between the PBX
and the user-supplied devices such as PC or line printers. The RS-232C port is used for system programming,
SMDR, diagnostics and external system database storage (save/load) functions.

CAUTION

To protect the system, keep the following in mind:

1. Make sure that both connector cases (frame ground) of the RS-232C cross cable (shielded cable) are
conductive. If they are not conductive, make sure that both connector cases of the cable are firmly
connected.

2. |If this is not possible, connect the frame of the PBX to the frame of the PC/Printer using an earthing
wire in order to prevent difference in the electrical potentials.

Pin Assignments

Circuit Type
No. Signal Name Function

EIA CCITT

6 1 2 RD (RXD) Receive Data BB 104

00 3 | SD(TXD) Transmit Data BA 103
E 4 ER (DTR) Data Terminal Ready CD 108.2

9 5 5 SG Signal Ground AB 102

6 DR (DSR) Data Set Ready CcC 107

7 RS (RTS) Request To Send CA 105

8 CS (CTS) Clear To Send CB 106
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3.12.1 Connection of Peripherals

222

Connection Charts
For connecting a printer/PC with a 9-pin RS-232C connector

PBX (9-pin)
Circuit Type Signal ,

(EIA) Name | FinNo.
BB RD (RXD) 2
BA SD (TXD) 3
CD ER (DTR) 4
AB SG 5
CcC DR (DSR) 6
CA RS (RTS) 7
CB CS (CTS) 8

\

Printer/PC (9-pin)

%

Pin No. ﬁ'g;ae' Cir‘;‘éiltg)ype
> |RDRXD)| BB
3 SD(TXD) | BA
4 ER(DTR)| CD
5 SG AB
6 |DR(DSR)| cc
7 RS (RTS) | CA
8 cs(cTs)| cB

For connecting a printer/PC with a 25-pin RS-232C connector

PBX (9-pin)

C'r‘z‘é'lt:)ype ﬁ'g;i' Pin No.
BB | RD(RXD)| 2
BA | SD(TXD)| 3
cO |ER(DTR)| 4
AB | sG 5
cc |DR@OSR)| 6
CA |RsSRTS)| 7
cB | cscTs)| 8

RS-232C Signals

Receive Data (RXD):...(input)
Conveys signals from the printer or the PC.
Transmit Data (TXD):...(output)

Conveys signals from the unit to the printer or the PC. A "Mark" condition is held unless data or BREAK

signals are being transmitted.
Data Terminal Ready (DTR):...(output)

This signal line is turned ON by the unit to indicate thatitis ON LINE. Circuit ER (DTR) ON does not indicate
that communication has been established with the printer or the PC. It is switched OFF when the unit is

OFF LINE.

Signal Ground (SG)

Connects to the DC ground of the unit for all interface signals.

Data Set Ready (DSR):...(input)

Installation Manual
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Printer/PC (25-pin)

Pin No. E‘g:qae' C"‘Z‘I’Eilt:)ype
1 FG AA
3 |RD(RXD)| BB
> |spxp)| BA
20 | ER(DTR)| CD
7 | sc AB
5 |cscTs)| cB
6 |DRMOSR)| ccC
4 RS (RTS) | CF




3.12.1 Connection of Peripherals

An ON condition of circuit DR (DSR) indicates the printer or the PC is ready. Circuit DR (DSR) ON does
not indicate that communication has been established with the printer or the PC.

Request To Send (RTS):...(output)

This lead is held ON whenever DR (DSR) is ON.

Clear To Send (CTS):...(input)

An ON condition of circuit CS (CTS) indicates that the printer or the PC is ready to receive data from the
unit. The unit does not attempt to transfer data or receive data when circuit CS (CTS) is OFF.

Frame Ground (FG)

Connects to the unit frame and the earth ground conductor of the AC power cord.
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3.13.1 LAN Connection

3.

13 LAN Connection

3.13.1 LAN Connection
Connection Chart for LAN Connection

224

The PBX is equipped with a LAN port for connecting to a LAN so that IP telephones (IP-PTs, IP softphones,
SIP Extensions), IP-CSs, PCs and a CTI Server can be connected on a private IP network.

CTI Server ‘
IP-PT IP-CS

SIP Extension

Switching Hub PBX (LAN Port)
Signal Name |Pin No. Pin No.| Signal Name
TX+ 1 > 1 RX+
TX- 2 | 2 RX-

RX+ 3 3 TX+
RX- 6 > 6 TX-

* Use an Ethernet straight cable with an RJ45 connector for connection to a switching hub. The cable
should be a 10BASE-T/100BASE-TX CAT 5 or higher cable.

* Make sure that all the CAT 5 cables in use are not over 100 m in length.

* Make sure to create a spanning tree for LAN connection in order to prevent loops from occurring in a
multi-bridged environment. Otherwise, some packets may circulate for long periods of time and
eventually PBX performance system may degrade.

* The CTI server can be used for connecting PCs on a LAN to provide third party call control CTI.

CTI connection uses the CSTA Phase 3 or TAPI 2.1 protocol. The operating system of the PC or CTI
server required for third party call control depends on your CTI application software. For details, refer
to the manual for your CTI application software.
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3.14.1 Power Failure Connections

3.14 Power Failure Connections

3.14.1 Power Failure Connections

When the power supply to the PBX fails, power failure transfer (PFT) will switch from the current connection
to the Power Failure Connection. Refer to "2.4.1 Power Failure Transfer" in the Feature Guide for further

information.

Note
While DC power is provided by the backup batteries, the PBX will remain fully operational and the
connection will not switch to the Power Failure Connection.

Using Analogue Trunk Card and Extension Card

Power Failure Connection connects a specific SLT and a trunk in the event of power failure. The following

analogue trunk and extension cards can be used for Power Failure Connections:

* Analogue trunk card: ELCOT16 (4 PFT ports)

* Extension card: EMSLC16 (4 PFT ports), EMSLC24 (4 PFT ports), ESLC16 (4 PFT ports), ECSLC24 (4
PFT ports), CSLC16 (4 PFT ports), DHLCS8 (2 PFT ports), and SLC8 (2 PFT ports)

To 1 analogue trunk card, connect only 1 extension card.

Note

* Power Failure Connections must be made within the same shelf.

* By programming the PBX, a trunk conversation established during power failure can be maintained
even when the power returns and the connection is switched back to the normal configuration from the
Power Failure Connection. However, if no special programming is performed, the connection will be
dropped when power returns.

\

Extension Card

Trunk Card (e.g" SLCS)

(e.g., ELCOT16)

To trunk To SLT

Accessories and User-supplied Items

Accessories (included): none
User-supplied (not included): RJ11 connectors
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3.14.1 Power Failure Connections

RJ11 Connector Pin Assignments for Analogue Trunk Card

PFT Ports 1 and 2

No. Signal Name Function

1 R2 Ring port 2
i l 2 R1 Ring port 1

3 T1 Tip port 1

4 T2 Tip port 2

PFT Ports 3 and 4

No. Signal Name Function

1 R4 Ring port 4
:l 2 R3 Ring port 3

3 T3 Tip port 3

4 T4 Tip port 4

RJ11 Connector Pin Assignments for Extension Card

PFT Ports 1 and 2

No. Signal Name Function
1 T2 Tip port 2
i l 2 T1 Tip port 1
3 R1 Ring port 1
4 R2 Ring port 2

PFT Ports 3 and 4 (for EMSLC16/EMSLC24/ESLC16/ECSLC24/CSLC16 card only)

No. Signal Name Function

1 T4 Tip port 4
:l 2 T3 Tip port 3

3 R3 Ring port 3

4 R4 Ring port 4
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3.14.1 Power Failure Connections

Using BRI Card
LINE 1 and LINE 2 of the BRI4 and BRI8 cards can be used for Power Failure Connections.

Note

When the power returns, the connection will switch back to normal configuration from the Power Failure
Connection, and a trunk conversation established during power failure will be dropped.

Ed

B

RU5 [

(LINE 2) gj

ad® Set all DIP switches
To ISDN extension ’ﬁ/ = (T at "ON" positions.
~~~ <
To NT1 ruas”

(LINE 1)

Accessories and User-supplied Items

Accessories (included): none
User-supplied (not included): RJ45 connectors

Switch Settings

Switch Type Usage and Status Definition
PFT Setting DIP Set all DIP switches to "ON" positions to use LINE 1 and LINE 2 as a PFT
port.

LINE 1: Power Failure LINE (NT1)
LINE 2: Power Failure EXTN (extension)

RJ45 Connector LINE 1 Pin Assignments

No. Signal Name Level [V] Function
| e 1-2 Reserved - -
3 TX1 (+) Transmit data 1
L 4 RX2 (+) Receive data 2
5 RX1 (-) Receive data 1
6 TX2 (-) Transmit data 2
7-8 Reserved - -
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3.14.1 Power Failure Connections

RJ45 Connector LINE 2 Pin Assignments

No. Signal Name Level [V] Function
& 1-2 Reserved - -
3 RX2 (+) Receive data 2
L1 4 X1 (+) Transmit data 1
5 TX2 (-) Transmit data 2
6 RX1 (-) Receive data 1
7-8 Reserved - -
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3.15.1 Starting the PBX

3.15 Starting the PBX

3.15.1 Starting the PBX
Before Starting the PBX

Before starting the PBX, please pay attention to the following points:
* SD Memory Card

Notice
The SD Memory Card must be inserted in the SD Memory Card slot of the IPCEMPR card before
startup.

* Bus Cable
Pull the Bus Cables in order to make sure that they are connected securely to the shelves. If the Bus Cables
detach or are loose, plug them in to the shelves again, confirming that the clasps on the Bus Cable attach
securely to the connector of the BUS-S or BUS-M card.

Starting the PBX

CAUTION

* Use only the AC power cord included with the PBX for the PSU.

» Before touching the System Initialise Switch, discharge static electricity by touching ground or wearing
an earthing strap.

* Once you have started the PBX and if you unplug the PBX, do not perform the following procedures
to start the PBX again. Otherwise, your programmed data is cleared. To restart the PBX, refer to
"5.1.4 Using the Reset Button".

* The power supply cord is used as the main disconnect device. Ensure that the AC outlet is located
near the equipment and is easily accessible.

Note
The PBX will continue to be powered even if the power switch is turned "OFF".
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3.15.1 Starting the PBX

System Initialisation Procedure
1. Slide the System Initialise Switch to the "SYSTEM INITIALIZE" position.

RUN Indicator

(]
Reset Button

n TSI ToTor4 (oo i O ReseT
SYSTEM
[ ¥ INITIALIZE
0
° T
o E” NORMAL
2 g &
Q)
SR < @’” System Initialise Switch
ofefis
SUelfolrs
)

2. Plug the AC power cord into the PBX and an AC outlet, and turn on the PBX. The RUN indicator will flash.

Note
For safety reasons, do not stretch, bend, or pinch the AC power cord.

To AC Outlet “*

3. While the RUN indicator is flashing, slide the System Initialise Switch back to the "NORMAL" position.
Depending on the configuration, initialisation takes about 1 min to 3 min. If successfully executed, the
RUN indicator will stop flashing and stay lit.

All data will be cleared, and the PBX as well as all optional service cards (except for the IP-GW card) will be

initialised to the default values. The DPTs should show the time as 01:00.

The data of the IP-GW card will not be initialised.

Note

When initialising the PBX, the built-in ESVM card will also be initialised. Therefore, the built-in ESVM card
feature may not be used for up to 2 minutes after the PBX starts.
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3.15.1 Starting the PBX

LED Indications
For the Basic Shelf

Indication Colour Description

RUN Green PBX status indication

*  OFF: Power Off (includes normal reset)

*  ON: Power On and running (on-line)

* Flashing (60 times per minute): Starting up

* Flashing (120 times per minute): Starting up or resetting with:
* the System Initialise Switch in "SYSTEM INITIALIZE" position
* the SD Memory Card not inserted

ALARM Red Alarm indication

* OFF: Normal

* ON: Alarm (CPU stop, alarm for each optional service card installed
in the Basic Shelf)

* Flashing: Alarm (MPR file error in restarting)

For an Expansion Shelf

Indication Colour Description

RUN Green Expansion shelf status indication

* OFF: Power Off (includes normal reset)

*  ON: Power On and running (on-line)

* Flashing (60 times per minute): Starting up

* Flashing (120 times per minute): Program error in the BUS-S card

ALARM Red Alarm indication

* OFF: Normal

* ON: Alarm (CPU stop, alarm for each optional service card installed
in Expansion Shelves)

Confirming the Trunk Connection

After initialisation, programme the PBX and connect trunks to the PBX.

To confirm that the trunks are successfully connected, dial [%] [3] [7] + trunk number (3 digits) on a PT, or
press the PT's S-CO button. You will hear a dial tone if the trunk is available and connected.
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Section 4

Guide for the Maintenance Console

Explains the installation procedure, structure, and basic
information of the Maintenance Console.
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4.1.1 Overview

4.1 Overview

4.1.1 Overview

The Maintenance Console is designed to serve as an overall system programming reference for the PBX. To
programme and administer the PBX by PC, you need to install the Maintenance Console onto the PC.
This section describes overview and installation of the Maintenance Console only.

Menu Bar File(F)  DisconnectD)  Tool(T)  Uility(U)  Wiew(Y) Window(A)  HelptH)
G AR £
System Menu X
1 Configuration
25ystem
F.Group
4 Extension
3 .Optional Device
G Feature
7IRS
BARS
9 Private Metwark
10.CO & Incoming Call
11 Mairtenance
System Menu
Note

The contents and design of the software are subject to change without notice.
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4.2.1 PC Connection

4.2 PC Connection

4.2.1 PC Connection
Connection via MNT Port of IPCEMPR Card

- <= To LAN Port

Notice

When connecting a PC to the PBX, a fixed IP address must be assigned to the PC. For information about
fixed IP addresses, ask your network administrator.

Note
For pin assignments and maximum cabling distance, refer to "3.12.1 Connection of Peripherals".

Serial Interface Connection

- <= To COM Port

Eﬂ

© )@ @ [l

RS-232C Port
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CAUTION

To protect the system, keep the following in mind:

1. Make sure that both connector cases (frame ground) of the RS-232C cross cable (shielded cable) are
conductive. If they are not conductive, make sure that both connector cases of the cable are firmly
connected.

2. If this is not possible, connect the frame of the PBX to the frame of the PC using an earthing wire in
order to prevent difference in the electrical potentials.

Note
For pin assignments and maximum cabling distance, refer to "3.12.1 Connection of Peripherals".

External Modem Connection

236

Modem

<= To RS-232C port (25-pin)

To trunk/PBX extension
port assigned as the trunk destination

RS-232C Port
(9-pin)
External Modem (25-pin) PBX (9-pin)
Signal Name Pin No. Pin No. Signal Name
RD (RXD) 3 > 2 RD (RXD)
SD (TXD) < 3 SD (TXD)
ER (DTR) 20 -< 4 ER (DTR)
DR (DSR) 6 > 6 DR (DSR)
CAUTION

To protect the system, keep the following in mind:

1. Make sure that both connector cases (frame ground) of the RS-232C straight cable (shielded cable)
are conductive. If they are not conductive, make sure that both connector cases of the cable are firmly
connected.

2. Ifthisis not possible, connect the frame of the PBX to the frame of the external modem using an earthing
wire in order to prevent difference in the electrical potentials.

After connecting the PBX and the external modem, set the power switch of the external modem to "ON", then
the external modem will be initialised with the default values.

The following AT command settings may be required for the modem:

* The Data Terminal Ready (DTR) signal should be ignored.

* The Data Terminal Equipment (DTE)/Modem flow control should be turned off.
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4.2.1 PC Connection

* Data compression should be disabled.
* Error Correction is not necessary.

Note

* An AT command (for initialisation, enabling automatic answer, etc.) can only be programmed by the
Maintenance Console. "AT&F" is stored as the default value.
* For more information about the AT command, refer to the external modem's instructions.
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4.3 Installation of the Maintenance Console

4.3.1 Installing and Starting the Maintenance Console

System Requirements

Required Operating System
Microsoft® Windows® XP, Windows Vista® Business, Windows 7, Windows 7 Professional, Windows 8, or
Windows 8 Professional operating system

Minimum Hardware Requirements

HDD: 1 GB of available hard disk space
The PC must fulfil the hardware requirements of the installed Microsoft Windows operating system.

Recommended Display Settings

Screen resolution: XGA (1024 x 768)
DPI setting: Normal size (96 DPI)

Password Security
CAUTION

To the Administrator or Installer regarding the system password

1.
2,

o s

Please provide all system passwords to the customer.

To avoid unauthorised access and possible abuse of the PBX, keep the passwords secret, and inform
the customer of the importance of the passwords, and the possible dangers if they become known to
others.

The PBX has default passwords preset. For security, change these passwords the first time that you
programme the PBX.

Change the passwords periodically.

It is strongly recommended that passwords of 10 numbers or characters be used for maximum
protection against unauthorised access. For a list of numbers and characters that can be used in system
passwords, refer to "1.1.2 Entering Characters" in the PC Programming Manual.

Installing the Maintenance Console

Note

238

@GN =

Make sure to install and use the latest version of the Maintenance Console.

To install or uninstall the software on a PC running Windows XP Professional, you must be logged in
as a user in either the "Administrators" or "Power Users" group.

To install or uninstall the software on a PC running Windows Vista Business, Windows 7, Windows 7
Professional, Windows 8, or Windows 8 Professional, you must be logged in as a user in the
"Administrators" group.

Copy the setup file of the Maintenance Console to your PC.
Double-click the setup file to run the installer.
Follow the on-screen instructions provided by the installation wizard.
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Starting the Maintenance Console and Assigning the Basic Items (Quick
Setup)

When you start the Maintenance Console with the Installer Level Programmer Code and connect to the PBX
for the first time after initialisation (with the factory default setting), Quick Setup will launch automatically. During
Quick Setup, you will set up the basic items. For details about the basic items, refer to "2.3.4 Quick Setup"” in
the Feature Guide.

1. Connect the PC to the PBX with an Ethernet straight cable or RS-232C cross cable.
2. Start the Maintenance Console from the Start menu.
3. "Information before programming" appears.
a. Carefully read this important additional information, which includes updates to this and other
manuals.
b. Click OK to close this window.
4. a. Enter the Installer Level Programmer Code (default: INSTALLER).
Note
There are 2 other Programmer Codes with limited authorisation: Administrator Level (default:
ADMIN), and User Level (default: USER).
b. Click OK.
5. Click Connect.
6. a. Select KX-TDE600 from PBX Model.
b. Select the LAN or RS-232C tab, depending on the type of PC connection with the PBX.
c. Specify the settings as required.
Note
When connecting to the PBX for the first time selecting LAN, the IP Address and Port
Number must be set to 192.168.0.101 and 35300 respectively.
d. Enter the system password for installer (default: 1234).
e. Click Connect.
7. When country/area data do not match:
a. Click OK to replace the country/area data of the PBX. Replacement may take several minutes
to complete.
b. Follow the procedure described in "3.15.1 Starting the PBX" and restart the PBX.
c. Repeat step 5 to reconnect the Maintenance Console to the PBX.
8. Follow the instructions of the Quick Setup wizard and assign the basic items (Quick Setup).
After Quick Setup is completed, if the IP addressing information was not changed, and a V-IPEXT
card was installed during setup, the IP-PT registration screen is displayed. For information on
registering IP-PTs to the PBX, refer to "3.15 [1-1] Slot—Port Property - Virtual IP Extension" in the
PC Programming Manual. You may now begin programming the PBX.
Notice

1.

During a long programming session, it is highly recommended that you periodically save the system
data to the SD Memory Card. If the PBX undergoes a sudden power failure or if the system is reset for
some reason, all the system data in RAM will be lost. However, if system data has been saved to the
SD Memory Card, it can be easily restored.

To save the system data to the SD Memory Card, (1) click the "SD Memory Backup" icon before
resetting the PBX or turning off the power, or (2) exit the Maintenance Console so that the PBX
automatically saves the system data.
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4.3.1 Installing and Starting the Maintenance Console

2. The PC will not perform any shutdown operation, or enter the power-saving system standby mode
while the Maintenance Console is connected to the PBX. To perform either of the operations above,
first close the connection to the PBX.

CAUTION

Do not remove the SD Memory Card while power is supplied to the PBX. Doing so may cause the PBX to
fail to start when you try to restart the system.
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Section 5

Troubleshooting

This section provides information on the PBX and
telephone troubleshooting.
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5.1.1 Installation

5.1 Troubleshooting

5.1.1 Installation

242

PROBLEM

PROBABLE CAUSE

SOLUTION

You cannot make/receive
calls via an IP network.

IP-EXT/IP-GW/DSP
card malfunction

Replace the corresponding card.

IPCEMPR card
malfunction

Replace the IPCEMPR card (be sure to
turn off the PBX when replacing).

Not enough activation
keys

Purchase additional activation key codes.
Please consult a certified dealer for
details.

Poor connection

Make sure that an 8-pin twisted pair cable
is used for connection.

Make sure that none of the CAT 5 cables
in use are over 100 m in length.

Make sure that a straight cable is used for
connection to a switching hub.

Network malfunction

Make sure that all network devices in use
are switched on.

Make sure that there is no unwanted
firewall in the IP network.

IP-PTs/SIP Extensions do

not operate.

IP-EXT/DSP card

Replace the corresponding card.

malfunction
IPCEMPR card Replace the IPCEMPR card (be sure to
malfunction turn off the PBX when replacing).

Not enough activation
keys

Purchase additional activation key codes.
Please consult a certified dealer for
details.

IP-PT/SIP Extension
not registered

Register the corresponding IP-PT/SIP
Extension.

IP-PT/SIP Extension
malfunction

Replace the IP-PT/SIP Extension.

Poor connection

Make sure that an 8-pin twisted pair cable
is used for connection.

Make sure that none of the CAT 5 cables
in use are over 100 m in length.

Make sure that a straight cable is used for
connection to a switching hub.

Network malfunction

Make sure that all network devices in use
are switched on.

Make sure that the IP-PT/SIP Extension
is not blocked by the firewall or other
network devices.
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PROBLEM

PROBABLE CAUSE

SOLUTION

Extensions (except IP-PT/

SIP Extension) do not
operate.

Extension card
malfunction

Replace the corresponding card.

Poor connection
between the PBX and
the extension

Take the extension and plug it into the
same extension port using a short
telephone cord. If the extension works,
then the connection between the PBX and
the extension must be repaired.

A telephone with an
A-A1 relay is
connected.

Make sure that a 2-wire cord is used.
Make sure that the A-A1 relay switch of
the telephone is in "OUT" or "OFF"
position.

Extension malfunction

Take the extension and plug it into
another extension port that is working. If
the extension does not work, replace the
extension.

Wrong type of PSU

Replace the PSU with the appropriate
type.

An unsupported
extension card (SLC16
or MSLC16 card) is
installed.

Replace the optional service card with an
appropriate one (ESLC16, EMSLC16 or
EMSLC24 card).

You cannot make/receive

outside calls.

An unsupported trunk
card (LCOT4, LCOTS,
or LCOT16 card) is
installed.

Replace the optional service card with an
appropriate one (ELCOT16 card).

The PBX does not operate

properly.

Press the Reset Button (refer to

"5.1.4 Using the Reset Button").

Turn off the power switch, and then turn it
back on.

Turn off the power switch, and then
unplug the PBX. After 5 minutes, plug the
PBX back in, and turn the power switch
back on.

IPCMEC/preinstalled
memory card
malfunction

See the error log using the Maintenance
Console (refer to "5.1.5 Troubleshooting
by Error Log"). If the error no. 41 is
displayed, replace the IPCMEC/
preinstalled memory card.

Noise on external paging.

Induced noise on the
wire between the PBX
and the amplifier.

Use a shielded cable as the connection
wire between the PBX and amplifier. A
short shielded cable is recommended.

Distorted external music.

Excessive input level
from external music
source.

Decrease the output level of the external
music source by using the volume control
on the music source.
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PROBLEM

PROBABLE CAUSE

SOLUTION

Alternate Calling—Ring/
Voice and Live Call
Screening (LCS) do not
function as set when using a
Wireless Phone (KX-T7880/
KX-T7885/KX-TD7894/
KX-TD7895).

Voice-calling mode and
Hands-free mode with
LCS are not available
with Wireless Phones.

Switch the calling mode to ring-calling.
Set the LCS mode to "Private".

The ALARM indicator on the
front of the Basic Shelf turns
on red.

A major system error
occurs in the PBX.

See the error log using the Maintenance
Console (refer to "5.1.5 Troubleshooting
by Error Log").

The LINK indicator of the
IP-EXT/IP-GW/IPCEMPR
does not turn on.

IP-EXT/IP-GW card

Replace the corresponding card.

malfunction
IPCEMPR card Replace the IPCEMPR card (be sure to
malfunction turn off the PBX when replacing).

Poor connection.

Make sure that an 8-pin twisted pair cable
is used for connection.

Make sure that none of the CAT 5 cables
in use are over 100 m in length.

Make sure that a straight cable is used for
connection to a switching hub.

Network malfunction

Make sure that all network devices in use
are switched on.

The RUN indicator of an
Expansion Shelf does not
turn on.

Bus Cable is not
connected properly.

Connect the Bus Cables properly.

Defective Bus Cable
(included with BUS-M
card or BUS-ME card).

Replace the corresponding Bus Cable.

Optional service card
malfunction: BUS-M,
BUS-ME, BUS-S

Replace the corresponding shelf
expansion card (be sure to turn off the
PBX when replacing a BUS-M card).

Defective Expansion
Shelf.

Replace the corresponding Expansion
Shelf.

The LINK indicator of the
BUS-M card of the Basic
Shelf does not turn on.

Bus Cable is not
connected properly.

Connect the Bus Cables properly.

Defective Bus Cable
(included with BUS-M
card or BUS-ME card).

Replace the corresponding Bus Cable.

Optional service card
malfunction: BUS-M,
BUS-ME, BUS-S

Replace the corresponding shelf
expansion card (be sure to turn off the
PBX when replacing a BUS-M card).
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PROBLEM PROBABLE CAUSE SOLUTION
Extensions connected toan | « Bus Cable is not *  Connect the Bus Cables properly.
Expansion Shelf do not connected properly.

send a dial tone. , . .
* Optional service card * Replace the corresponding shelf

malfunction: BUS-S expansion card.

* Defective Bus Cable * Replace the corresponding Bus Cable.
(included with BUS-M
card or BUS-ME card).
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5.1.2 Connection

Connection between the PBX and a PT:

c dial No CAUSE SOLUTION
an you dia
an egtension? > The T/R is connected to the D1/D2. Use the correct cord (the
inner 2 wires are for T/R and
D1 Q\></. D1 the outer 2 wires are for
E: —@ -Ig D1/D2).
D2@— @ D2
PBX Extension

Connection between the PBX and an SLT:

CAUSE SOLUTION
The T/R is connected to the D1/D2. Use the correct cord (the
inner 2 wires are for T/R).
D1@ [ » If a telephone equipped
IN.a e T with an A-A1 relay is
DF§ :\\\: R connected to the PBX,
set the A-A1 relay switch
PBX Extension of the telephone to
IIOFF".
Yes , . . "
Connection between the PBX and an SLT that is polarity-sensitive:
CAUSE SOLUTION
The "T" is connected to the "R". Reverse the connections of
the T/R.
D1@ o
T&— @ T
> R&— T[—®R
D2e@ o
PBX Extension

Y
(Continued on the next page.)
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(Continued from the

previous page.)

Can you dial

No

5.1.2 Connection

Connection between the trunk and the PBX:

CAUSE

SOLUTION

Trunk is connected to the T2/T1.

@ T2
o | o R1
® ®T1
® R2

Y

outona
trunk?

Trunk PBX

Trunk is connected to the T2/R1.

@ T2
@ R1
®T1
® R2

-

Trunk PBX

Reconnect the trunk to
the T1/R1 or T2/R2 of the
telephone jack using
2-conductor wiring.
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5.1.3 Operation

248

PROBLEM

PROBABLE CAUSE

SOLUTION

Cannot set the IP
address, subnet mask
address, and PBX IP
address to the IP-PT.

An unusable value is
being set.

Set an IP address within the valid range.
IP address of the IP-PT/PBX: "1.0.0.0" to
"223.255.255.255" Subnet mask address:
"0-255.0-255.0-255.0-255" (except
0.0.0.0 and 255.255.255.255)

Cannot register the
IP-PT.

The necessary network
parameters are not set
to the IP-PT.

When not using a DHCP server, set the IP
address, subnet mask address, and enter
the PBX IP address. If necessary, also
enter the IP address of the default
gateway.

When using a DHCP server, enter the
PBX IP address.

The IP-PT cannot
connect to the PBX.

The wrong IP address,
subnet mask address,
PBX IP address, or
default gateway
address was entered.

Check each parameter and enter the
correct value.

The Ethernet cable is
not connected
correctly.

Check the Ethernet cable connections.

The DHCP server is not
active.

Restart the DHCP server.
Disable DHCP and re-enter settings as
appropriate.

Whenever you try to
make calls using a SIP
Extension, a busy tone
is heard.

The status of the port
that the SIP Extension
is connected to is Out of
Service.

Change the port status from Out of
Service to In Service using the
Maintenance Console.

When using the
speakerphone on an

APT, nothing is audible.

The HANDSET/
HEADSET selector is
set to the "HEADSET"
position.

When the headset is not used, set the
HANDSET/HEADSET selector to the
"HANDSET" position.

When using the
speakerphone/monitor
mode with a DPT,
nothing is audible.

The "HEADSET" mode
is selected by Personal
Programming,
"Handset/Headset
Selection".

When the headset is not used, select the
"HANDSET" mode by Personal
Programming.

The PT does not ring.

The ringer volume is off.

Turn on the ringer volume.
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PROBLEM

PROBABLE CAUSE

SOLUTION

During a power failure,
extensions connected
to ports 1 to 4 of
EMSLC16/EMSLC24/
ESLC16/ECSLC24/
CSLC16 and ports 1 to
2 of DHLC8/SLC8
cards do not operate.

A DPT or APT is
connected to the
extension port.

The dialling mode (tone
or pulse) is incorrect.

Disconnect the DPT or APT and connect
an SLT.

Set the Tone/Pulse switch to the other
position.

Originating an outside
call, call transfer, or
conference cannot be
performed.

The corresponding
flexible button does not
exist on the PT.

Programme the flexible button. Refer to
"1.20.2 Flexible Buttons" in the Feature
Guide.

The KX-HGT100 does
not work properly, or
some features cannot
be performed using the
KX-HGT100.

The firmware of the
KX-HGT100 and the
MPR software file
version of the PBX are
not upgraded to their
latest versions.

Upgrade the firmware of the KX-HGT100
and the MPR software file version of the
PBX to their latest versions.
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5.1.4 Using the Reset Button

If the PBX does not operate properly, use the Reset Button. Before using the Reset Button, try the system
feature again to confirm whether there definitely is a problem or not.

CAUTION

In order to avoid possible corruption of data on the SD Memory Card, please ensure that the "SD
ACCESS" LED is off before pressing the Reset Button.

Note

*  When the System Initialise Switch is set to "NORMAL", pressing the Reset Button causes the following:
— Camp-on is cleared.

Calls on hold are terminated.

Calls on exclusive hold are terminated.

Calls in progress are terminated.

Call park is cleared.
Other data stored in memory, except the above, are not cleared.

* Be aware that pressing the Reset Button with the System Initialise Switch in the "SYSTEM

INITIALIZE" position clears all data stored in the PBX. Do not perform this operation unless you intend
to delete all data from the PBX.

Operation

If the PBX does not operate properly:
1. Slide the System Initialise Switch to the "NORMAL" position.
2. Press the Reset Button for about 1 second.

RUN Indicator

BATT
. * ALARM
////////// e SD
%é ACCESS

LED

Reset Button

7 [

O RESET

SYSTEM
INITIALIZE

NORMAL

\, £

.

O\

System Initialise Switch
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5.1.5 Troubleshooting by Error Log

When a major system error occurs in the PBX, the ALARM indicator on the front of the Basic Shelf turns on
red, and the system logs the error information.

Error Log Display Format

Below is the display format of the error log. For information about how to view the error log using the
Maintenance Console, refer to "2.6.8 Utility—Error Log" in the PC Programming Manual.

Example: Maintenance Console

3 7
Error Log
OKLO) [ cankeirC) ] [ Capturer ) l [ HelptH) l
Minor(k) | [ Major(J) D Clear(R) ] Log InfarmationiL) D

Incde Date Time Errar Code Sub Code Error Message

0 05/26/2008 171811 2 10000 System Restart
| | | | |
1 2 4 5 6

Example: Station Message Detail Recording (SMDR)

04/01/01 10:37AM MJ ALM #000 10000 MPR WDT overflow
04/01/01 11:07AM MN ALM #010 10000 AC power down
|04/O1/O1' I03:55P|\/II Il\/IN ALMI ;{#301I 1|0501| Pigital trunk RAI reception'

1 2 3 4 5 6
Description
Item Description
1 Date The date of the error detection.
2 Time The time of the error detection.
3 Level Minor (MN ALM) Displays minor errors, which affect only a certain part of system

operation.

Major (MJ ALM)

Displays major errors, which affect operation of the whole
system, or result in system failure.

4 Error Code

The 3-digit error code assigned by the PBX.
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Item Description

5 Sub Code The 6-digit sub code of the relevant hardware (WXYYZZ).
* W: Shelf type
— Physical shelf: " " (blank)
Virtual shelf: ™" (asterisk)
* X: Shelf number
— 1: Basic Shelf
— 2: Expansion Shelf 1
— 3: Expansion Shelf 2
— 4: Expansion Shelf 3
* YY: Slot number
— Basic Shelf: 00 to 10
(00: IPCEMPR Card Slot/Built-in ESVM card; 01 to 10:
Free Slots)
— Expansion Shelf: 01 to 12
(01 to 11: Free Slots; 12: BUS-S Card Slot)
— Virtual Shelf: 01 to 08
(01 to 04: Virtual Trunk Slots, 05 to 08: Virtual Extension
Slots)
* ZZ: Port number
— For optional service cards except OPB3 card:
Port number (01 to 16) will be displayed.
— For OPB3 card:
Sub slot number (1 to 3) + port number (1 to 4) will be
displayed as follows.
* Sub slot 1 of OPB3: 11 to 14
* Sub slot 2 of OPB3: 21 to 24
* Sub slot 3 of OPB3: 31 to 34

Note

When there is no parameter for slot and physical port
number (neither for Basic Shelf nor Expansion Shelf), YY
and ZZ will be displayed as "00".

Example: Sub code for IPCEMPR card =" 10000"

6 Error Message A description of the error.

7 Log Information Displays probable causes of the errors and their solutions.
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Appendix
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6.1.1 PGMPR Software File Version 3.0xxx

6.1 Revision History

6.1.1 PGMPR Software File Version 3.0xxx
New Options

System Components Table

KX-NCS2201
KX-NCS2205
KX-NCS2210
KX-NCS2240
KX-NCS2249
KX-NCS2301

KX-NCP0158CE

KX-TDAO0156

Changed Contents

1.1.3 System Connection Diagram

254

1.3.3 System Capacity

2.1.1 Activation Keys
2.1.2 Activation Key Code and Key Management System
3.4.1 Virtual Cards
3.10.4 First Party Call Control CTI Connection

3.13.1 LAN Connection

Activation Key for CA PRO for 1 User (CA Pro 1user)
Activation Key for CA PRO for 5 Users (CA Pro 5users)
Activation Key for CA PRO for 10 Users (CA Pro 10users)
Activation Key for CA PRO for 40 Users (CA Pro 40users)
Activation Key for CA PRO for 128 Users (CA Pro 128users)

Activation Key for CA ACD Monitor for 1 ICD Supervisor (CA Supervisor
1user)

8-Channel IP Cell Station Unit Using a V-IPCS4 Card for DECT Portable
Station

DECT 6.0 4-Channel Cell Station Unit Using a CSIF Card for DECT 6.0
Portable Station

Virtual 4 IP Cell Station Interface Card (V-IPCS4)

4.3.1 Installing and Starting the Maintenance Console
5.1.3 Operation
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6.1.2 PGMPR Software File Version 4.1xxx

6.1.2 PGMPR Software File Version 4.1xxx
New Options

* System Components

— KX-TDA0155CE  2-Channel Cell Station Unit Using a DHLC/DLC Card (PT-interface CS) for
DECT Portable Station

— KX-TDAO156CE  4-Channel Cell Station Unit Using a CSIF Card for DECT Portable Station

— KX-NCP0158 DECT 6.0 8-Channel IP Cell Station Unit Using a V-IPCS4 Card for DECT
6.0 Portable Station

Changed Contents
* 1.3.3 System Capacity
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6.1.3 PGMPR Software File Version 5.0xxx

6.1.3 PGMPR Software File Version 5.0xxx

Changed Contents

* 2.1.1 Activation Keys
* 3.3.1 IPCEMPR Card
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6.1.4 PGMPR Software File Version 6.0xxx

6.1.4 PGMPR Software File Version 6.0xxx
New Options

* System Components

— KX-TDAG6179 24-Port Single Line Telephone Extension with Caller ID and Message Lamp
Card (EMSLC24)

Changed Contents

* 1.1.3 System Connection Diagram

* 1.2.1 Optional Equipment

¢ 1.3.3 System Capacity

* 3.2.14 Types of Connectors

* 3.8.7 CSLC16 Card (KX-TDA0177), ESLC16 Card (KX-TDA6174), EMSLC16 Card (KX-TDA6175),
ECSLC24 Card (KX-TDA6178), and EMSLC24 Card (KX-TDA6179)

* 3.10.1 Maximum Cabling Distances of the Extension Wiring (Twisted Cable)

¢ 3.14.1 Power Failure Connections
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6.1.5 PGMPR Software File Version 7.0xxx

6.1.5 PGMPR Software File Version 7.0xxx
Changed Contents

e System Components
* 1.3.3 System Capacity
* 4.3.1 Installing and Starting the Maintenance Console
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(KX-NCS4501) 48
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(KX-TDA0192) 31, 202

2-Port Doorphone Card (German Type)

(KX-TDA0162) 30, 195

2-shelf System 24

2-shelf System, Construction (Floor Standing) 62

2-shelf System, Installation (Floor Standing) 62

2-shelf System, System Capacity 36

3-shelf System (Tower Type) 25

3-shelf System (Tower Type), Construction 70

3-shelf System (Tower Type), Installation 70

3-shelf System, System Capacity 36

4 Cell Station Interface Card (KX-TDA0143) 30, 176
4-Channel IP Proprietary Telephone Activation Key
(KX-NCS4504) 48

4-Channel IP Softphone/IP Proprietary Telephone Activation
Key (KX-NCS4204) 48

4-Channel IP Trunk Activation Key (KX-NCS4104) 48
4-Channel Message Card (KX-TDA0191) 31, 201
4-Channel Simplified Voice Message Card
(KX-TDA0194) 31, 202

4-Channel SIP Extension Activation Key
(KX-NCS4704) 48

4-Channel VolP Gateway Card (KX-TDA0484)
4-Port BRI Card (KX-TDA0284) 31, 162

4-Port Doorphone Card (KX-TDA0161) 30, 193
4-Port External Input/Output Card (KX-TDA0164) 30, 198
4-shelf System (Side-by-side Type) 27

4-shelf System (Side-by-side Type), Construction 93
4-shelf System (Side-by-side Type), Installation 93
(
(

32,172

4-shelf System (Tower Type) 26
4-shelf System (Tower Type), Construction 70
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4-shelf System (Tower Type), Installation 70

4-shelf System, System Capacity 36

64-Channel VolP DSP Card (KX-TDEO111) 30, 139

8 Cell Station Interface Card (KX-TDA0144) 30, 176
8-Channel IP Proprietary Telephone Activation Key
(KX-NCS4508) 48

8-Channel IP Softphone/IP Proprietary Telephone Activation
Key (KX-NCS4208) 48

8-Channel SIP Extension Activation Key
(KX-NCS4708) 48

8-Port BRI Card (KX-TDA0288) 31, 162
8-Port Caller ID Card (KX-TDA0193) 31, 153
8-Port Caller ID/Pay Tone Card (KX-TDA0189)
8-Port DID Card (KX-TDA0182) 31, 150
8-Port Digital Extension Card (KX-TDA0171) 30, 180
8-Port Digital Hybrid Extension Card

(KX-TDA0170) 30, 178

8-Port E & M Trunk Card (KX-TDA0184) 31, 154
8-Port Single Line Telephone Extension Card
(KX-TDA0173) 30, 184

31,152

A

About the software version of your PBX 16

Activation Key 46

Activation Key Code 50

Activation Key File 47, 51

Activation Key for CA ACD Monitor for 1 ICD Supervisor
(KX-NCS2301) 48

Activation Key for CA PRO for 1 User (KX-NCS2201) 48
Activation Key for CA PRO for 10 Users (KX-NCS2210) 48
Activation Key for CA PRO for 128 Users

(KX-NCS2249) 48

Activation Key for CA PRO for 40 Users (KX-NCS2240) 48
Activation Key for CA PRO for 5 Users (KX-NCS2205) 48
Activation Key for Software Upgrade to Enhanced Version
(KX-NCS4950) 49

Activation Key, in the DSP16/DSP64 Card 47

Activation Key, in the SD Memory Card 47

Activation Key, Maximum Number 46

Amphenol Connector 131, 132

B

Backup Battery Connection 117
Backup Power Supply Duration
Basic Shelf 22

Basic Shelf, Construction 22
Basic Shelf, Installation (Wall Mounting)
Basic Shelf, LED Indications 231
Basic Shelf, Names and Locations 58
Basic Shelf, Supplied ltems 56

Basic System 22

Basic System, Construction (Floor Standing) 62
Basic System, Installation (Floor Standing) 62
Basic System, System Capacity 36

BGM 221

Blank Slot Cover 122

BRI4 Card (KX-TDA0284) 162

BRI8 Card (KX-TDA0288) 162

Bus Cable 68, 91, 107, 145, 146

Bus Cable Connector 145, 147

Bus Master Card (KX-TDA6110) 32, 145

117

109



Bus Master Expansion Card (KX-TDA6111) 32, 146
Bus Slave Card (BUS-S Card) 147

BUS-M Card (KX-TDA6110) 67, 89, 105, 145
BUS-ME Card (KX-TDA6111) 89, 105, 146

BUS-S Card 67, 89, 105, 147

C

Cable Distance 204

Cable Handling for Connected Shelves 125
Cable Handling for Each Shelf 124
Characteristics 35

CID/PAY8 Card (KX-TDA0189) 152

CID8 Card (KX-TDA0193) 153
Components, System 2

Connecting Backup Batteries 118
Connecting Each Shelf to Its Own Set of Backup
Batteries 119

Connecting Multiple Shelves to One Set of Backup
Batteries 118

Connecting Shelves, 2-shelf System 67
Connecting Shelves, 3-shelf System 89
Connecting Shelves, 4-shelf System 89, 105
Connection Chart for LAN Connection 224
Connection Diagram, System 28

Connector Types 126

Cover for Blank Slot 122

CSIF4 Card (KX-TDA0143) 176

CSIF8 Card (KX-TDAO144) 176

CSLC16 Card (KX-TDA0177) 187

CTI Server Connection (via LAN Port) 224
CTIl—First Party Call Control 216
CTIl—Third Party Call Control 224

D

DHLC8 Card (KX-TDA0170) 178

DID8 Card (KX-TDA0182) 150

Digital EXtra Device Port (Digital XDP) Connection 209
Digital XDP 209

Digital XDP Connection, Using a Modular
T-Adaptor 209, 211, 213

Digital XDP Connection, Using an EXtra Device
Port 210, 212, 214

DLC16 Card (KX-TDA0172) 182

DLC8 Card (KX-TDAO171) 180

Door Opener 193, 195, 217

Doorphone 193, 195, 217

DPH2 Card (KX-TDA0162) 195

DPH4 Card (KX-TDAO161) 193

DSP16 Card (KX-TDEO110) 139

DSP64 Card (KX-TDEO111) 139

E

E&MS8 Card (KX-TDA0184) 154
E1 Card (KX-TDA0188) 159

E-1 Trunk Card (KX-TDA0188) 31, 159
ECSLC24 Card (KX-TDA6178) 187
EECHO16 Card (KX-TDA6166) 203
EIO4 Card (KX-TDA0O164) 198
ELCOT16 Card (KX-TDA6181) 148
EMSLC16 Card (KX-TDAB175) 187
EMSLC24 Card (KX-TDA6179) 187

Index

Error Log 251

ESLC16 Card (KX-TDA6174) 187

ESVM2 Card (KX-TDA0192) 202

ESVM4 Card (KX-TDA0194) 202

Examples 117

Expanded System 23

Expansion Shelf 23

Expansion Shelf, Construction 23

Expansion Shelf, Installation (Wall Mounting) 109
Expansion Shelf, LED Indications 231
Expansion Shelf, Names and Locations 58
Expansion Shelf, Supplied ltems 57

EXT-CID Card (KX-TDA0168) 186

Extension Caller ID Card (KX-TDAO168) 30, 186
External Relay 198, 200, 217

External Sensor 198, 200, 217

EXtra Device Port (XDP) Mode 206, 209

F

Fan Guard 61

Ferrite Core 128

First Party Call Control CTl Connection 216
Frame Earth Connection 116

Front Cover, Closing 60

Front Cover, Opening 59

Information about the Virtual Cards 143
Installation Precautions 54

IP Convergence Main Processing Card (IPCEMPR
Card) 136

IPCEMPR Card 136

IPCEMPR Card Slot 36

IPCMEC Card (KX-TDE0105) 141

IP-EXT16 Card (KX-TDA0470) 190

IP-GW16 Card (KX-TDA0490) 174

IP-GWA4E Card (KX-TDA0484) 172

K

Key Management System 50

KX-NCS2201 (Activation Key for CA PRO for 1 User) 48
KX-NCS2205 (Activation Key for CA PRO for 5 Users) 48
KX-NCS2210 (Activation Key for CA PRO for 10 Users) 48
KX-NCS2240 (Activation Key for CA PRO for 40 Users) 48
KX-NCS2249 (Activation Key for CA PRO for 128

Users) 48

KX-NCS2301 (Activation Key for CA ACD Monitor for 1 ICD
Supervisor) 48

KX-NCS4102 (2-Channel IP Trunk Activation Key) 48
KX-NCS4104 (4-Channel IP Trunk Activation Key) 48
KX-NCS4201 (1-Channel IP Softphone/IP Proprietary
Telephone Activation Key) 48

KX-NCS4204 (4-Channel IP Softphone/IP Proprietary
Telephone Activation Key) 48

KX-NCS4208 (8-Channel IP Softphone/IP Proprietary
Telephone Activation Key) 48

KX-NCS4216 (16-Channel IP Softphone/IP Proprietary
Telephone Activation Key) 48

KX-NCS4501 (1-Channel IP Proprietary Telephone Activation
Key) 48
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KX-NCS4504 (4-Channel IP Proprietary Telephone Activation
Key) 48
KX-NCS4508 (8-Channel IP Proprietary Telephone Activation
Key) 48
KX-NCS4516 (16-Channel IP Proprietary Telephone
Activation Key) 48
KX-NCS4701 (1-Channel SIP Extension Activation
Key) 48
KX-NCS4704 (4-Channel SIP Extension Activation
Key) 48
KX-NCS4708 (8-Channel SIP Extension Activation
Key) 48
KX-NCS4716 (16-Channel SIP Extension Activation
Key) 48
KX-NCS4950 (Activation Key for Software Upgrade to
Enhanced Version) 49
KX-TDA0103 (L-Type Power Supply Unit)
KX-TDA0104 (M-Type Power Supply Unit)
KX-TDAO0143 (4 Cell Station Interface Card) 30, 176
KX-TDAO0144 (8 Cell Station Interface Card) 30, 176
KX-TDA0161 (4-Port Doorphone Card) 30, 193
KX-TDA0162 (2-Port Doorphone Card [German
Type]) 30, 195
KX-TDA0164 (4-Port External Input/Output Card) 30, 198
KX-TDA0168 (Extension Caller ID Card) 30, 186
KX-TDAO0170 (8-Port Digital Hybrid Extension
Card) 30,178
KX-TDAO0171 (8-Port Digital Extension Card) 30, 180
KX-TDAO0172 (16-Port Digital Extension Card) 30, 182
KX-TDA0173 (8-Port Single Line Telephone Extension
Card) 30, 184
KX-TDAO0177 (16-Port Single Line Telephone Extension Card
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KX-TDAO0182 (8-Port DID Card) 31, 150
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KX-TDAO0187 (T-1 Trunk Card) 31, 156
KX-TDAO0188 (E-1 Trunk Card) 31, 159
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30, 112
30, 112
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31, 154

KX-TDAO0189 (8-Port Caller ID/Pay Tone Card) 31, 152
KX-TDA0190 (Optional 3-Slot Base Card) 31, 192
KX-TDA0191 (4-Channel Message Card) 31, 201
KX-TDA0192 (2-Channel Simplified Voice Message

Card) 31, 202

KX-TDAO0193 (8-Port Caller ID Card) 31, 153
KX-TDA0194 (4-Channel Simplified Voice Message

Card) 31, 202

KX-TDAO0196 (Remote Card) 31, 142

KX-TDA0284 (4-Port BRI Card) 31, 162

KX-TDA0288 (8-Port BRI Card) 31, 162

KX-TDA0290 (PRI Card [PRI23]) 32, 169
KX-TDAO0290CE (PRI Card [PRI30]) 31, 166
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KX-TDA0484 (4-Channel VolP Gateway Card) 32, 172
KX-TDA0490 (16-Channel VolP Gateway Card) 32, 174
KX-TDA6110 (Bus Master Card) 32, 145
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Card) 32,187
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Message Lamp Card) 32, 187

KX-TDA6178 (24-Port Single Line Telephone Extension Card
with Caller ID) 32, 187
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KX-TDA6179 (24-Port Single Line Telephone Extension with
Caller ID and Message Lamp Card) 32, 187

KX-TDA6181 (16-Port Analogue Trunk Card) 32, 148
KX-TDA6201 (Mounting Kit) 25, 26, 27, 32
KX-TDE0105 (Memory Expansion Card) 30, 141
KX-TDEO0110 (16-Channel VolP DSP Card) 30, 139
KX-TDEO111 (64-Channel VolP DSP Card) 30, 139
L

LED Indications, Basic Shelf 231

LED Indications, Expansion Shelf 231

Load Figure Calculation 43

L-Type Power Supply Unit (KX-TDA0103) 30, 112

Maintenance Console 234
Maintenance Console, Installation 238
Maintenance Console, Overview 234
Maintenance Console, Password Security 238
Maintenance Console, PC Connection 235
Maintenance Console, Quick Setup 239
Maintenance Console, System Requirements 238
Master DPT, Digital XDP 209
Maximum Terminal Equipment 42
Memory Expansion Card (KX-TDE0105)
MOH 221

Mounting Kit (KX-TDA6201) 25, 26, 27, 32
Mounting Kit, Supplied Items 57

MSG4 Card (KX-TDA0191) 201

M-Type Power Supply Unit (KX-TDA0104)

30, 141

30, 112

N

Names and Locations 58
Noise Shield Connector 145, 147
Noise Shield Wire 69, 92, 108

o)

OPB3 Card (KX-TDA0190) 192
Optional 3-Slot Base Card (KX-TDA0190)
Optional Equipment 30

Optional Equipment, Unsupported 5
Optional Service Card, Installation 120
Optional Service Card, Maximum Number 36
Optional Service Card, Removal 123

31, 192

P

Pager 221
Parallel Connection of the Extensions 206

Parallel Connection, Using a Modular T-Adaptor 207
Parallel Connection, Using an EXtra Device Port 207
Parallel Mode 206, 209

Password Security 238

PC Connection (via MNT Port) 220
PC Connection (via RS-232C) 221
PGMPR Software File Version 3.0xxx
PGMPR Software File Version 4.1xxx
PGMPR Software File Version 5.0xxx
PGMPR Software File Version 6.0xxx
PGMPR Software File Version 7.0xxx

254
255
256
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Power Failure Connections 225

Power Supply Unit 112

Power Supply Unit Selection for Each Shelf 43
Power Supply Unit, Installation 113

Power Supply Unit, Replacement 114

PRI Card (PRI23) (KX-TDA0290) 32, 169
PRI Card (PRI30) (KX-TDA0290CE) 31, 166
PRI Card (PRI30) (KX-TDA0290CJ) 31, 166
PRI23 Card (KX-TDA0290) 169

PRI30 Card (KX-TDA0290CE) 166

PRI30 Card (KX-TDA0290CJ) 166

Printer Connection (via RS-232C) 221

PSU 112

PSU Capacity 44

PSU-L 43,112

PSU-M 43, 112

Q

Quick Setup 239

R

Remote Card (KX-TDA0196) 31, 142
Reset Button 250

RMT Card (KX-TDA0196) 142

RUN Indicator 229

S

Safety Installation Instructions 54

SD Memory Card 136

Slave DPT, Digital XDP 209

SLC8 Card (KX-TDA0173) 184

Slot for the IPCEMPR Card 36

Slots for Physical Cards (Free Slots) 36

Slots for Virtual Extension Cards 36

Slots for Virtual Trunk Cards 36

Specifications 33

Specifications, Characteristics 35

Specifications, General Description 33
Specifications, System Capacity 36

Starting the PBX 229

Supplied Items for an Expansion Shelf (KX-TDE620) 57
Supplied Items for the Basic Shelf (KX-TDE600) 56
Supplied Items for the Mounting Kit (KX-TDA6201) 57
Surge Protector Installation 133

System Capacity 36

System Components Table 2

System Connection Diagram 28

System Initialise Switch 229, 250

System Requirements 238

T

T1 Card (KX-TDA0187) 156

T-1 Trunk Card (KX-TDA0187) 31, 156
Terminal Equipment, Maximum Number 42
Troubleshooting, by Error Log 251
Troubleshooting, Connection 246
Troubleshooting, Installation 242
Troubleshooting, Operation 248
Troubleshooting, Using the Reset Button 250
Trunk Connection 231

Index

U
Unpacking 56

Vv

V-IPCS4 (Virtual 4 IP Cell Station Interface Card) 143
V-IPEXT32 (Virtual 32-Channel VolP Extension Card) 143
V-IPGW16 (Virtual 16-Channel VolP Gateway Card) 143
Virtual 16-Channel VolP Gateway Card (V-IPGW16) 143
Virtual 32-Channel SIP Extension Card (V-SIPEXT32) 143
Virtual 32-Channel VolP Extension Card (V-IPEXT32) 143
Virtual 4 IP Cell Station Interface Card (V-IPCS4) 143
Virtual Cards 143
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Virtual Trunk Slot 36

V-SIPEXT32 (Virtual 32-Channel SIP Extension Card) 143

w
Wall Mounting (KX-TDE600/KX-TDE620) 109
Wiring Precautions 55
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» Analogue Public Switched Telephone Network (PSTN) of European countries

» Pan-European Integrated Services Digital Network (ISDN) using ISDN basic rate access

» Pan-European Integrated Services Digital Network (ISDN) using ISDN primary rate access
» ONP 2048 kbit/s digital structured leased lines (D2048S)

C € The KX-TDE600UK, the KX-TDEGOONE, and the KX-TDE6G0OGR are designed to interwork with the:

Panasonic System Networks Co., Ltd. declares that the KX-TDE60OUK, KX-TDEGOONE, and KX-TDEG0OGR are in
compliance with the essential requirements and other relevant provisions of Radio & Telecommunications Terminal
Equipment (R&TTE) Directive 1999/5/EC.

Declarations of Conformity for the relevant Panasonic products described in this manual are available for download by
visiting:

http://www.ptc.panasonic.eu

Contact to Authorised Representative:
Panasonic Testing Centre
Panasonic Marketing Europe GmbH

Winsbergring 15, 22525 Hamburg, Germany


http://www.ptc.panasonic.eu

Notes
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For Future Reference
Please print, record, and retain the following information for future reference.

Note

The serial number of this product can be found on the label affixed to the unit. You should record
the model number and the serial number of this unit as a permanent record of your purchase to
aid in identification in the event of theft.

MODEL NO.

SERIAL NO.

DATE OF PURCHASE

NAME OF DEALER

DEALER'S ADDRESS

DEALER'S TEL. NO.

Panasonic System Networks Co., Ltd.
1-62, 4-chome, Minoshima, Hakata-ku, Fukuoka 812-8531, Japan

Copyright:
This material is copyrighted by Panasonic System Networks Co., Ltd., and may be reproduced for internal use

only. All other reproduction, in whole or in part, is prohibited without the written consent of Panasonic System
Networks Co., Ltd.

© Panasonic System Networks Co., Ltd. 2010
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